Tunable Substrate Integrated Waveguide Bandpass Filter and Amplitude Tuner Based on Microwave Liquid Crystal Technology by Prasetiadi, Ananto Eka
Tunable Substrate Integrated Waveguide
Bandpass Filter and Amplitude Tuner
Based on Microwave Liquid Crystal
Technology
Dem Fachbereich Elektrotechnik und Informationstechnik
der Technischen Universita¨t Darmstadt




Ananto Eka Prasetiadi, M.T.
Geboren am 30.12.1989 in Palo Alto, CA, den USA
Referent: Prof. Dr.-Ing. Rolf Jakoby
Korreferent: Prof. Dr.-Ing. Michael Ho¨ft
Tag der Einreichung: 20.06.2017
Tag der mu¨ndlichen Pru¨fung: 13.09.2017
D17
Darmstadt 2017
Erkla¨rung laut 9 PromO
Ich versichere hiermit, dass ich die vorliegende Dissertation allein und nur unter Ver-
wendung der angegebenen Literatur verfasst habe. Die Arbeit hat bisher noch nicht zu
Pru¨fungszwecken gedient.
Darmstadt, den 20.06.2017
Hereby I declare that I authored the present PhD-thesis alone and exclusively under
the use of the literature denoted. The present PhD-thesis has by now not been used in
any exam.
Darmstadt, June 20, 2017
i
P R E FAC E
This dissertation summarizes my research at the Institute of Microwave Engineering and
Photonics (IMP), Technische Universita¨t Darmstadt, Darmstadt, Germany. The work
cannot be accomplished without help of the colleagues and friends.
First of all, I would like to acknowledge my supervisor, Prof. Dr.-Ing Rolf Jakoby,
who gave me an opportunity to do the research at IMP. His advice and guidance helped
me to finish the dissertation and in general, to be a better researcher.
I would like to express my appreciation to the liquid crystal (LC) resarch group at
IMP: Matthias Jost, Matthias Nickel and Roland Reese, who also helped reviewing this
dissertation. I also would like to thank Dr. Alexander Ga¨bler, Dr. Onur Hamza Karabey,
Dr. Sebastian Strunck, Dr. Christian Weickhmann, Tobias Franke and Wenjuan Hu for
the fruitful discussions and supports during my time at IMP, TU Darmstadt. Further-
more, the realization of the devices in this work cannot be done without the assistance
from Peter Kießlich, Andreas Semrad, Silke Schober and Karin Boye.
Some parts of this work were also a cooperation with several institutions. Therefore,
I would like to thank the following colleagues for the excellent teamwork at the Liquida
K Project:
• Ba¨rbel Schulz, Andreas Heunisch and Dr. Torsten Rabe from the Federal Institute
for Materials Research and Testing (BAM),
• Matthias Quibeldey and Dr. Ru¨diger Follmann from IMST GmbH,
• Dr. Anke Pagels-Kerp from the German Aerospace Center (DLR).
I also would like to express my gratitude to the German Academic Exchange Ser-
vice (DAAD) and the Indonesian-German Scholarship Program for the financial support
during my study in Germany.
Last but not least, my special thanks are extended to my family and Indonesian friends
in Darmstadt, who always support and help me during my stay in Germany.
Darmstadt, 20.06.2017 Ananto Eka Prasetiadi
ii
A B S T R AC T
Tunable microwave devices are needed to fulfill the requirement of the modern wireless
systems. In this work, two major devices have been developed: a tunable filter and
an amplitude tuner. Specifically synthesized liquid crystals (LC) have been employed
as tuning elements for those devices due to their low loss property at frequency bands
above 10 GHz, where printed circuit board (PCB) and low temperature co-fired ceramic
(LTCC) technologies are employed for the hardware implementation.
By inserting the LC inside a filter structure, a tunable filter is obtained, so that the
center frequency can be altered by using either magnetic alignment or electric biasing.
To achieve a low loss filter with a high quality factor (Q-factor) and maintain the com-
pactness, substrate integrated waveguide (SIW) structure is combined with the LC as the
tuning element. Consequently, some magnetically aligned structures, which are imple-
mented by using PCB technology, are verified first because of their simplicity. To begin
with, a single resonator, which is the important constituent of the filter, is designed,
fabricated and measured, resulting in a device with unloaded Q-factor of 102 to 105.6
and a tuning range of 412 MHz around a frequency of 22 GHz. In addition, 3 resonators
are cascaded, forming a 3-pole Chebyshev filter. Following results are yielded: center
frequency range of 21.45 to 22.06 GHz, insertion loss of 6 dB and fractional bandwidth
of 2.81 to 3.54 %. Furthermore, electrically biasing systems for these PCB-based devices,
have also been investigated by using glass fabrication technique. A simple demonstra-
tor, which utilizes a tunable delay line structure, provides the following results: FoM of
32 ◦/dB and a response time of 5 s.
In contrary to the PCB technology, the LTCC technology enables the integration of
both the microwave and biasing structures. A single resonator is fabricated first with
unloaded Q-factor of 68 to 100, a tuning range of 840 MHz (30.16 to 31 GHz) and a
response time faster than 2 s. A 3-pole Chebyshev filter is also fabricated with the
following results: operating frequency of 29.4 to 30.1 GHz, fractional bandwidth of 11.2
to 11.6 % and insertion loss 2 to 4 dB.
The second device, which is the amplitude tuner, changes the amplitude of the input
signal in dependence of an applied voltage. For this purpose, tunable resistors and
varactors can be employed. However, with the usage of LC, a device with a lower power
consumption can be obtained at frequencies above 10 GHz. The proposed amplitude
tuner uses the interference concept, splitting the input signal into two branches and
at the end, combining it together again at the output port. By using a tunable LC
phase shifter in one of the branches, the output amplitude is controllable. Therefore,
the required subcomponents are the phase shifters, power divider and combiner as well
as transitions. The amplitude tuner is fabricated with the LTCC technology, yielding
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a device with amplitude range of 11 to 30 dB at around 30 GHz. Thus, an LC-based
amplitude tuner operating at the lower millimeter wave band is achieved for the first
time.
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K U R Z FA S S U N G
Steuerbare Mikrowellenkomponenten erlauben eine flexible Anpassung in modernen draht-
losen Systemen. Zwei Komponenten wurden in dieser Arbeit entwickelt: ein steuerbares
Filter und ein Amplitudensteller. Als Steuerelement wurden Flu¨ssigkristalle (engl. li-
quid crystal, LC) speziell synthetisiert fu¨r den Mikrowellenbereich eingesetzt, da diese
LCs niedrige Verluste fu¨r Frequenzen u¨ber 10 GHz aufweisen. Die Komponenten wur-
den in Printed Circuit Board (PCB) und Low Temperature Co-fired Ceramic (LTCC)
Technologie realisiert.
Durch Einfu¨gen von LC in der Filterstruktur wird ein steuerbares Filter ermo¨glicht.
Hierbei ist die Mittenfrequenz vom Filter sowohl mit einem magnetischen als auch elek-
trischen Netzwerk steuerbar. Um ein verlustarmes Filter mit hoher Gu¨te (Q-Faktor) zu
erreichen und gleichzeitig die Kompaktheit beizubehalten, wurde ein Substrate Integrated
Waveguide (SIW) mit dem LC als Steuerelement kombiniert. Um dieses neuartigen Fil-
ter zu untersuchen, wurden Zuna¨chst einige einfache PCB-Strukturen nur mit magnetis-
chen Biasing entwickelt. Dazu wurde ein einzelner Resonator entworfen, hergestellt und
gemessen. Die Ergebnisse sind: Gu¨te von 102 bis 105.6, eine Steuerbarkeit von 412 MHz
bei einer Arbeitsfrequenz von 22 GHz. Zusa¨tzlich wurde 3 Resonatoren miteinander
kaskadiert, die ein 3-pol Tschebyscheff-Filter bilden. Folgende Ergebnisse wurden erzielt:
Arbeitsfrequenzbereich von 21.45 bis 22.06 GHz, Verlust von 6 dB und Bandbreite von
2.81 bis 3.54 %. Als erster Test wurde auch ein elektrisches Ansteuernetzwerk fu¨r diese
PCB-basierten Komponenten anhand eines einfachem Verzo¨gerungsleitung (Phasenschie-
ber) hergestellt und untersucht mit folgendem Ergebniss: FoM von 32 ◦/dB und Schaltzeit
von 5 s.
Im Gegensatz zur PCB-Technologie, hat die LTCC-Technologie den Vorteil, die An-
steuersschaltung einfacher in die SIW-Filterstruktur integrieren zu ko¨nnen. Ein einzelner
Resonator wurde hierzu Zuna¨chst hergestellt: Gu¨te von 68 bis 100, Steuerbereich von
840 MHz (30.16 bis 31 GHz) und Schaltzeit besser als 2 s. Anschließend erfolgte die Real-
isierung eines 3-pol Tschebyscheff-Filter mit folgenden Charakteristika: Arbeitsfrequenz
von 29.4 bis 30.1 GHz, Bandbreite von 11.2 bis 11.6 % und Verluste von 2 bis 4 dB.
Die zweite Komponente, der Amplitudensteller, a¨ndert die Amplitude des Eingangssig-
nals abha¨ngig von der Steuerspannung. Fu¨r diese Zweck ko¨nnen sowohl steuerbare
Widersta¨nde als auch Varaktoren verwendet werden. Um ein Gera¨t mit geringer Leis-
tungsaufnahme bei Frequenzen u¨ber 10 GHz zu erhalten, sind LC-basierte Komponen-
ten besonders vielversprechend. Der vorgeschlagene Amplitudensteller verwendet das
Interferenzkonzept, welches das Eingangssignal in zwei Zweige aufteilt und wieder am
Ausgangsport addiert. Durch die Verwendung eines steuerbaren LC-Phasenschiebers in
einem der Zweige ist die Ausgangsamplitude steuerbar. Diese Amplitudenstellerteilkom-
v
ponenten wurden entworfen: Phasenschieber, Leistungsteiler und Kombinierer sowie die
U¨berga¨nge. Der Amplitudensteller wurde mit der Hilfe der LTCC-Technologie hergestellt
mit einem Amplitudeneinstellbereichs von 11 bis 30 dB bei einer Arbeitsfrequenz um
30 GHz. Damit wurde ein LC-basierter Amplitudenschieber im unteren Millimeterwellen-
band zum ersten Mal implementiert.
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I N T RO D U C T I O N
Motivation
Wireless systems play an important role nowadays, for instance in communication, elec-
tronic warfare and radar systems, and will be expanding in the future. Since the re-
quirement of the wireless systems become more complex, for example for supporting
multiple wireless services [ZYP+07], tunable microwave devices are needed in their RF
frontends for reconfigurability. By using tunable devices, their device parameters can
be controlled, for example operating frequency, their amplitude or phase, resulting in
multipurpose microwave frontend transceivers.
A typical frontend transceiver is depicted in Fig. 1.1 [Dre10,MNS+16]. As can be seen
in Fig. 1.1, tunable microwave devices have a potential to reduce the size and complexity
of the transceiver. For example, a tunable bandpass filter can replace a filter bank,
which contains n fixed bandpass filters with different center frequencies (f1,f2,...,fn) and
switches. This is important when lightweight components are desirable as in satellite
systems.
To obtain a tunable device, tuning elements have to be integrated into a non-tunable
device. Several prominent tuning elements have been applied in constructing a tunable
microwave component, for example mechanical tuning elements [SA51], ferrites [CD85],
semiconductors [ASE10], microelectromechanical systems (MEMS) [RER+09] and func-
tional materials such as ferroelectrics [ZSM+11] and liquid crystals. In the early years
of microwave technology, mechanically tunable devices are commonly found. However,
adding a mechanical tuning element makes a bulky device, which is unpractical. The
same problem also occurs for ferrite materials, for example yttrium-iron-garnet (YIG),
because magnets are needed for tuning.
Electrical tuning elements offer smaller devices and much less power consumption
compared to the aforementioned tuning elements. Semiconductor based elements, such
as PIN diodes or semiconductor-based varactors, offer a low production cost, fast tuning
speed and high tunability. Nevertheless, they are lossy (especially at high frequency),
non-linear and have a low power handling capability. On the other hand, MEMS has
a better property in term of losses. Due to the small moving elements as the most
important part of its operational principle, MEMS suffers from realibility issue from



















Figure 1.1.: Typical tunable frontend wireless transceiver. The usage of tunable com-
ponents can reduce the size and complexity of the transceiver significantly,










Figure 1.2.: Operation principle of a filter with a tunable center frequency, from fmax to
fmin.
can be used is ferroelectric material, such as barium strontium titanate (BST), where
its permittivity changes when biasing voltage is applied. Despite its good linearity and
power handling capability, this material has a high losses for applications above 10 GHz.
Liquid crystal (LC), specifically synthesized for microwaves, has been utilized since
2002 to create tunable microwave devices such as phase shifters [WLJ02], filters [GGK+10,
FGPJ14], antennas [Kar14] and polarizers [SKGJ12]. The technology is similar to the
liquid crystal display (LCD) technology, which is commonly used in our everyday life.
Tuning can be achieved through LC molecular orientation which has a different rela-
tive permittivity in each orientational state. For tuning purpose, electric and magnetic
fields can be employed, making this technology flexible. LC exhibits continuous tun-
ing property unlike PIN Diode [ASE10] or MEMS switch [SAE11]. Moreover, the loss
is decreasing with increasing operating frequency of the device, typically suitable above
10 GHz. This makes LC a promising tuning element since the future communication and
wireless systems will use the available frequency band at higher frequency, for example
in the millimeter wave and terahertz range [WJCL13].
Due to its advantages, LC is chosen for realizing tunable microwave devices in this
work. Two devices will be presented: a tunable filter and an amplitude tuner.
Tunable Liquid Crystal Filter Based on Substrate Integrated Waveguide Structure
As already seen in Fig. 1.1, filter is an important component in the modern communi-
cation systems. A filter selects signals in a certain frequency band (passband area) and
rejects unwanted signals outside the passband, called stopband. A tunable filter can be
created by inserting some tuning elements into a fixed filter. Since most of them are
lossy, insertion of these tuning elements degrades the quality of the filter, which can
be described by its quality factor (Q-factor). Specifically synthesized LCs exhibit low
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loss properties at microwaves and millimeter waves, which make them promising tuning
elements for a filter operating at high frequency bands.
Apart from the tuning element, the structure or topology of the filter itself should be
considered, whether using planar or nonplanar structure. For the most of planar struc-
ture, microstrip line (MSL) structures are commonly exploited, which can be fabricated
by similar process as in display technology [Kar14]. Many kind of filters and resonators
(which are the basic components to realize the filters) can be realized using this MSL tech-
nique. For example, the firstly reported LC-based microwave filter [BML+06] is using
this technology. MSL-based dual behavior resonators, which have transmission pole and
zero concurrently, are employed for the filter. The other resonators, such as microstrip
patch [YFB+12], periodically loaded line [GGK+10], dual ring resonator [MFBJ10] and
parallel coupled line resonator [YMS12], have also been reported using this MSL tech-
nique. However, the Q-factor of the planar resonators are relatively low, typically not
exceeding a Q of 40 due to system-inherently high losses of planar structures.
On the other hand, nonplanar structures, such as waveguides, have inherently higher
Q-factors compared to the planar structures. The size of waveguide filters are usually
bulky so that the filters are not preferable for certain application where size is important,
such as in a user mobile terminal. The usage of LC in a waveguide structure has also
been reported [FGPJ14] and the Q-factors are better than 170 around 20 GHz.
In recent years, substrate integrated waveguide (SIW) structures have attracted many
researchers due to their trade-off properties between conventional planar and waveguide
structures. They have lower Q-factors and higher losses compared to the waveguides,
but higher Q-factors and lower losses compared to planar structures by the potential
of similar low cost fabrication [CW14]. For the fabrication, these structures can be
implemented by using printed circuit board (PCB) or low temperature co-fired ceramic
(LTCC) technology which are commonly known as the fabrication techniques for planar
structures.
Several attempts have been made to realize tunable SIW filter, for example by us-
ing microelectromechanical systems (MEMS) [SAE11] or tunable varactor technology
[SMTB11], which yielded Q-factors ranging from 40–150 in the range of 1–3 GHz. Com-
bination of SIW structure with LC as tuning element, which has not been implemented
up to now, will yield a tunable device with higher Q-factor above 10 GHz. In this work,
the combination of both technologies is proposed which uses PCB and LTCC technology.
Liquid Crystal Based Amplitude Tuner
A lot of the current researches in microwave LC focus on tunable phase shifters and
their applications, for example in tunable phased array antennas or smart antennas
[KGSJ12, WNG+13b, HKG+14, SGK+15, JSH+15]. An illustration of a phased array
antenna is depicted in Fig. 1.3. Adding a tunable phase shifter before each antenna









Figure 1.3.: An example of a phased array antenna system with a typical radiation pat-
tern. Tunable phase shifter and amplitude tuner are added in each antenna
element. By tuning both element, the radiation pattern can be altered, for
example the beam direction φ0, beamwidth and sidelobe level.
enables us to perform an electronically beamsteering of the antenna. Especially in high
frequency, LC is preferable for this purpose since it exhibits continuous tuning property.
In some applications, phase tuning alone is not sufficient. The amplitude of the signal
in each array can be tuned as well in order to achieve an analog beamforming, including
beamsteering. By amplitude tuning, the unwanted sidelobes of the phased array antenna,
as well as the beamwidth, can be controlled (see Fig. 1.3), for example by using uniform,
Dolph-Chebyshev or binomial amplitude distribution [Bal12]. Therefore, a circuit that
change the amplitude of the signal electronically is desired, i.e. an amplitude tuner.
Besides beamforming application in smart antenna systems, amplitude tuner is also
commonly used in a clutter cancellation circuit for radar or life detection systems
[SL02, TOD14, CKL+12]. In a life detection system, for example, the system trans-
mit microwave signals to the objects, so that backscattered signals can be analyzed,
as can be seen in Fig. 1.4. The backscattered signals are phase-modulated by human
breathing and heartbeat vibration, enabling the detection of life signs. However, the
clutters have larger influences on the backscattered signals. In [CKL+12], it is shown
that the detection sensitivity can be enhanced by using a clutter cancellation system,
which operates at millimeter wave band. As a subcomponent of the system (see Fig. 1.4),
a high frequency amplitude tuner is important.
There are two approaches to construct an amplitude tuning device: active and passive.
Active devices, i.e. microwave amplifiers, can be exploited for those purpose. However,
the amplifiers are expensive especially for array applications with hundred or even thou-
sand antenna elements. Instead of giving power gain, amplitude tuning also can be


























Figure 1.4.: A typical block diagram for a clutter cancellation system [TOD14,CKL+12],
which uses amplitude tuner and tunable phase shifter.
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attenuator. The common method is to use a tunable resistor, which can be implemented
by using PIN diodes or field-effect transistors (FET) [Wal94,SZ05]. However, these tun-
able resistors need biasing current in order to tune the resistance, leading to a nonzero
power consumption.
Recent researches show tunable capacitors or varactors can be employed to make an
amplitude tuner [TW02, BG12, CC15]. To the best of the author’s knowledge, most of
those devices are working in a low frequency band, typically below 12 GHz. These are not
suitable for millimeter wave applications. LC is a potential candidate to replace these
tuning elements due to its low loss property at higher operating frequencies. Therefore,
a planar amplitude tuner using LC as the tuning element is presented for the first time.
The amplitude tuner is fabricated in LTCC technology.
Thesis Outline
After this introduction chapter, this dissertation is organized as follows.
Chapter 2 will focus on the introduction of the liquid crystal theory. A working
principle about liquid crystal for microwave applications will be presented.
The discussion of the LC-based tunable SIW filters and amplitude tuner will be divided
by the fabrication technology: PCB in Chapter 3 and LTCC in Chapter 4. Chapter 3
provides the fundamental investigations of the tunable SIW filters, starting from a single
resonator to 3 resonators (or 3-pole) bandpass filter. For tuning purpose, LC alignment
with magnets is employed, which is quite simple for a proof of concept. However, an
electrical biasing method is preferred for a more compact device. Therefore, some efforts
have been made to include the electric biasing system in the PCB-based LC-filled SIW
filter.
Another alternative to include the electric biasing system is by using LTCC technology,
providing more realible structure compared to the PCB. In Chapter 4, two components
are realized by using this LTCC technology: the SIW filter and amplitude tuner. The
work on LTCC devices is a part of the Liquida K Project, which is a cooperation between
the Institute of Microwave Engineering and Photonics of TU Darmstadt, the German
Aerospace Center (DLR), the German Federal Institute for Materials Research and Test-
ing (BAM), and IMST GmbH.
To conlcude all of the works, Chapter 5 will be made as the last chapter. The significant
results from each chapter will be presented. In addition, some outlooks for further
developments of this work will be given at the end.
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F U N DA M E N TA L S O F L I Q U I D C RY S TA L ( L C ) M AT E R I A L S FO R
M I C ROWAV E A P P L I C AT I O N S
As we know, materials in nature can be classified into different phases or states, for
example, solid, liquid and gas. A solid state material has strong intermolecular forces
which make the molecules stay close together. The molecules are ordered in certain
positions and have the tendency to orient to a specific direction. These positional and
orientational order properties can be found in crystals. Unlike solid materials, liquids
have weaker intermolecular forces, making their molecules movable. Therefore, liquid
molecules do not have any regular arrangement. Liquids also adapt their form into the
form of the container. Gases have similar properties as liquids but their molecules are
well separated so that they fill the container entirely. The phase of a material can change,
depending on its pressure and temperature.
Intermediate phase or mesophase between those three categories may also exist. Liquid
crystal is one of them which lies between the solid and liquid state. It can flow like a
liquid but at the same time its molecules have a certain arrangement like a crystal. The
molecules may have a disk-like shape (also called discotic) or an elongated rod-like shape
(calamitic) with long and short axes. The last one has an important role in order to make
a tunable microwave device. In this chapter, the most important physical properties are
explained (Section 2.1) as well as the liquid crystal response to the external electric and
magnetic fields (Section 2.2). These responses are important for tuning purpose. The
possible tuning methods are discussed in Section 2.3. Finally, some examples of liquid
crystal based microwave devices are given in Section 2.4.
2.1 director and order parameter of liquid crystal
The phase of the liquid crystal material depends on the temperature. The liquid crystal,
which possess this property, is called thermotropic liquid crystal. The liquid crystal
phase is formed between the melting point Tm and clearing point Tc. Below Tm, the
phase of the matter will be solid with regular arrangement (positional and orientational
order). On the other side, the phase of matter will be totally isotropic if the temperature
is above Tc. There, no positional or orientational order are present. In-between both
8
2.1 director and order parameter of liquid crystal
TemperatureTm Tc
Solid crystal Liquid crystal Isotropic liquid
Figure 2.1.: Phase schematic of LC material, using rod-like shape representation [YW06].
phases, liquid crystals have no positional order like the isotropic liquid1 but still show an
orientational ordering property like in solid crystal. This state of liquid crystal is called
nematic phase, which is the simplest and most common form of liquid crystal. Most
of the works on tunable microwave devices based on liquid crystal are using nematic
liquid crystal. In this work, the term liquid crystal (LC) refers to this nematic phase,
having rod-like molecules. The molecular arrangement of each phase can be seen in
Fig. 2.1 [YW06].
Regarding LC, there are two terms which need to be explained: the director and the
order parameter. The LC director ~n is a unit vector, describing the preferred direction
of LC molecules along the longer axis in a small volume, which is illustrated in Fig. 2.2a.
The molecules themself may be moving due to thermal motion, for example orienting
in the direction of ~a as shown in Fig. 2.2b [Kar14]. Nevertheless, the time-averaged
direction is the same.
The order parameter S describes quantitatively how the LC is arranged. If the ma-
terials are highly ordered like in a solid crystalline structure, the value of S should be
1. The other extreme value of S is 0 when there is no orientational order as in the
isotropic liquid. Average values of a second order Legendre polynomial P2 match to this
requirement, so that the order parameter S can be defined as [YW06]:











2 (3 cos2(θ)− 1)f(θ) sin(θ)
)
dθ∫ pi
0 (f(θ) sin(θ)) dθ
,
(2.1.1)
where θ is the angle between the director ~n and the direction of a molecule ~a (see
Fig. 2.2b). f(θ) is an orientational distribution function. The LC used in this work
depends only on the polar angle θ, not on the azimuthal angle φ. Thus, this kind of LC
1 Liquid crystals may also have partial positional order, which means the molecules are situated in some
layered structures. This state is called smectic phase. This type of liquid crystal is beyond the scope of
this dissertation since it is untunable.
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Figure 2.2.: (a) The concept of LC director ~n. (b) A model of a liquid crystal molecule
in cartesian coordinate xyz orienting in the direction of ~a. The director ~n
itself orienting in the direction of z and create an angle θ to the longer axis
of the LC. The molecule has an azimuthal angle of φ.
is called an uniaxial material. Note, also the sign of the director (~n or −~n) brings no
physical difference [SS74].
The value of order parameter S depends on the temperature. This is described by
Landau-de Gennes and Maier-Saupe theory. The details can be found on [YW06], [SS74]
which is beyond the scope of this work.
2.2 electromagnetic properties of liquid crystal
Dielectric Properties of LC
As dielectric materials, the most important property of LC for microwave applications is
the relative permittivity εr. It is related to the polarizability of the dielectric material as
a response to the applied external electric field. Macroscopically, the electric polarization









where N is the molecular number density and both tensors can be expressed as followings:
↔
αp =




2.2 electromagnetic properties of liquid crystal
↔
K =
K⊥ 0 00 K⊥ 0
0 0 K‖
 . (2.2.3)
The symbol ⊥ and ‖ denote the perpendicular and parallel to the longer molecular
axis. Since both of them correspond to the molecular axis ~a (see Fig. 2.2b), these tensors
could be aligned to the cartesian coordinates xyz by using the rotation matrix R:
R =
cos (θ) cos (φ) − sin (φ) sin (θ) cos (φ)cos (θ) sin (φ) cos (φ) sin (θ) sin (φ)








Another equation relates the macroscopic electric polarization ~P with the electric field
~E (see [Ell93], [Poz11]):
~P = ε0χe ~E. (2.2.6)
χe or
↔
χe in a tensor form for anisotropic materials is called electric susceptibility. By
multiplying R, ↔αp,
↔
K and R−1 from Eq. 2.2.5 and comparing to Eq. 2.2.6, it is clear that
this electric susceptibility of LC depends on the orientation angle θ of each molecule.
By averaging and using Eq. 2.1.1, the variable φ from Eq. 2.2.4 is cancelled out and the








αp,⊥K⊥ (2+ S) +
αp,‖K‖ (1− S) 0 0
0 αp,⊥K⊥ (2+ S) +
αp,‖K‖ (1− S) 0




By knowing the electric susceptibility, the relative permittivity εr of a material can be
obtained by εr = 1+ χe. This relation is only valid for isotropic materials which have
εr and χe in a scalar form. For anisotropic materials, we can recall the definition of the
dielectric displacement ~D [Poz11]:
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with
↔














































1+ αp,⊥K⊥ (2− 2S) + αp,‖K‖ (1+ 2S)
)
. (2.2.11)
The difference between these values is called anisotropy [YW06],







which is proportional to the order parameter S defined in Eq. 2.1.1.
The material permittivity itself may have a complex value: ε = ε′ − jε′′. The addi-
tional imaginary part represents the material losses or heat dissipation caused by damp-
ing in vibration of the dipole moment. The losses cannot be distinguished from the
conductor losses mechanism, which is represented by the material conductivity σ. From
following Maxwell’s equation:









the ratio between the imaginary and the real part can be defined as loss tangent (tan δ),
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For LC, tan δ also shows anisotropic properties as presented in [Go¨l10]. Typically, the
loss tangent at perpendicular state tan δ⊥ is higher than for the parallel state tan δ‖.
This loss decreases with increasing frequency, which makes the LC interesting for high
frequency applications, typically above 10 GHz [Kar14].
Magnetic Properties of LC
LC also exhibits anisotropic magnetic properties. When a magnetic field ~H is applied
to the material, the molecules have a magnetic polarizability ↔κ [Go¨l10]:
↔
κ =
κ⊥ 0 00 κ⊥ 0
0 0 κ‖
 . (2.2.15)
κ⊥ and κ‖ represent the magnetic polarizability at the perpendicular and parallel state,
respectively. Eq. 2.2.15 is defined according to the molecular axis ~a, however, it can be
transformed into xyz axes using rotation matrix R from Eq. 2.2.4.








3 (1− S)∆κ 0 0
0 κ⊥ + 13 (1− S)∆κ 0




∆κ = κ‖ − κ⊥. (2.2.17)
Therefore, the anisotropy could be defined as [YW06]:
∆χm = χm,‖ − χm,⊥ = N∆κS. (2.2.18)
The value of ∆χ is usually positive, while the values of χm,‖ and χm,⊥ are small
and negative (magnitude around 10−5 in SI units [YW06]). Therefore, the relative







is close to the identity matrix tensor
↔
I . Athough the anisotropy is negligible, this
property can be utilized for magnetic alignment of the LC molecule, resulting in an
orientation change so that the relative permittivity εr experienced by microwave fields
is altered.
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2.3 alignment methods of liquid crystal
The relative permittivity (and also permeability) tensor of LC described in Sec. 2.2 is
defined for the director ~n aligned towards the z-axis. For arbitrary orientation of the






It is obvious from Eq. 2.3.1 that the relative permittivity experienced by the microwave
field depends on the angle between the director and the microwave field. By changing the
orientation of the director, this angle will also change, resulting in a change in relative
permittivity. Thus the electrical property of an LC-based device will be changing as well
and a tunable microwave device is obtained.
Therefore, aligning the director into certain orientations is an important thing to
consider when designing tunable LC devices. The common methods for aligning the LC
director are using a mix of alignment layer and external fields, or using fully external
electro- or magnetostatic fields. Before discussing further about the alignment methods,
the elastic continuum theory of LC will be pointed out first, which explains the alignment
of the LC directors.
Continuum Theory and Free Energy Formulation of LC
In this theory, LC is treated as a continuum, which means the material fills the entire
possible space and is continuously distributed. Thus, a local director can be defined at
every small volume or point. At the equilibrium state, the energy of the system, which
is described by the Gibbs free energy, should be minimized at constant temperature
and pressure according to the second law of thermodynamics. However, the energy will
increase if there is a change in the director’s orientation. Therefore, the directors will
align to the new direction, which gives the minimum energy [YW06], [Kar14].
Athough aligned in a certain direction, spatial variation or deformation of directors
may appear due to external forces. The basic deformations are splay, twist and bend,
which are shown in Fig. 2.3.
These deformations energy which their contribution can be written as:
felastic = fsplay + ftwist + fbend
=
1
2K11 (O · ~n)
2 +
1
2K22 [~n · (5× ~n)]
2 +
1
2K33 [~n× (5× ~n)]
2 .
(2.3.2)
Eq. 2.3.2 is a fundamental equation of the continuum theory for nematic LCs, where
K11, K22 and K33 are called the Oseen-Frank elastic constants for splay, twist and bend
deformations [dJ79], [YW06].
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(a) (b) (c)
Figure 2.3.: Possible deformations of the LC directors: (a) splay, (b) twist and (c) bend.
Each of them has an elastic constant of K11, K22 and K33, respectively.
Besides these LC deformations, another factor contributing to the free energy of LC
is the anchoring energy due to the contact with the LC container. According to the




2 (θ− θ0) +
1
2Wa sin
2 (φ− φ0) , (2.3.3)
where Wp and Wa are the polar and azimuthal anchoring strength, respectively. θ0 and
φ0 represent the preferred orientation. Generally, the polar anchoring strength is one or
two order of magnitude larger than the azimuthal anchoring strength [WFJD07].
In this work, the external electric and magnetic alignment fields give the highest
contribution to the free energy. With presence of an electric field, the change of the free
























Now, with all of these contributing factors, the Gibbs free energy of the system can




(felastic + fsurface + felectric + fmagnetic) dV . (2.3.6)
Biasing with Alignment Layers
The principle of this method is based on Eq. 2.3.3. The system has a minimum free
energy if θ = θ0 and φ = φ0. Therefore, the director will follow the orientation angles
15









Figure 2.4.: LC-biasing with alignment layers: (a) unbiased state, the directors are an-
chored parallel to the surface or perpendicular to the high frequency fields,
(b) biased state, the directors are parallel to the external fields (which is
also in the same direction as the high frequency fields).
of θ0 and φ0. Anisotropic alignment layers can be fabricated in order to anchor the LC
directors parallel to the surface (θ0 = 90◦), which equals a perpendicular orientation to
the high frequency electric field. As shown in Fig. 2.4, alignment layers can be created
on the surface of the metallizations usually by using Nylon 6 or polyimide. These
materials are spin-coated on the surface of metallization, cured and finally rubbed in
a certain direction by a rubbing machine. The details of these processes can be seen
in [Go¨l10], [Kar14]. To tune the LC directors to parallel orientation, a biasing voltage
is applied, so that external electric field appears. This external field will change the
orientation of the directors according to the Eq. 2.3.4, so that the directors are moving
continuously towards the parallel state. The value of the voltage Vb will determine the
orientation of the directors, and therefore, the effective permittivity.
However, this alignment method has a drawback on the response time, especially
for the state change from parallel to perpendicular (switch off), which is done without
external biasing fields. The response time is proportional to the square of the thickness of
the LC layer (hLC) [Go¨l10], [Kar14], resulting in a slow response device for comparatively
thick LC layers. The height of the LC layer can be reduced, typically below 100µm
[Go¨l10], in order to make a fast response device, but on the other hand, the metallic loss
is increased which is undesirable.
Fully Electro- or Magnetostatic Alignment of Liquid Crystal
The fully electro- or magnetostatic alignment method is used to align the directors in
this work. This means the alignment layer is no longer needed. The concept of this
16




Vb = −V0 V0
−Vb−V0
Vb = 0 V V0
−Vb−V0






Figure 2.5.: An example of an LC-based device biased only by electric biasing fields
produced by fixed voltages V0 and tunable voltages Vb. (a) Basic biasing
structure with four biasing lines or electrodes. (b) Perpendicular state (Vb =
−V0). (c) Intermediate state (for example when Vb = 0 V). (d) Parallel state
(Vb = V0).
alignment method is based on Eq. 2.3.4 or Eq. 2.3.5, where the LC directors follow the
direction of ~E or ~H-field to minimize the Gibbs free energy of the system.
In order to generate the external biasing field, several biasing lines are fabricated
inside a tunable microwave device [GGM+09]. The working principle is shown in Fig. 2.5.
Consider four biasing lines inside the structure where the bottom-left and top-right lines
are assigned with a fixed voltage of −V0 and +V0, respectively. Tunable voltages of ±Vb
are applied on the other two biasing lines according to Fig. 2.5. When Vb = −V0, the
LC directors are in the perpendicular state. Increasing the voltage, for instance to 0 V,
will change the LC into an intermediate state where the relative permittivity of LC is
higher than in the previous case. Finally, the parallel state is achieved when Vb = +V0.
This biasing method is useful for a device with thick layer of LC, as the electric force
is stronger than the anchoring force employed in the alignment layer method. It is also
important when the fabrication process is not compatible with the fabrication process
of alignment layers, for example in low temperature co-fired ceramic (LTCC) technology
(will be discussed in Chapter 4).
Another possibility is a biasing using ~H-field, requiring two permanent magnets out-
side the tunable microwave device. These magnets can be moved in accordance with
the desired state of the LC, as shown in Fig. 2.6. Although this method is bulky and
unpractical for real applications, it is possible to employ it for a lab-scale prototyping,
since the fabrication of the biasing line as in the electric field method is not required.
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Figure 2.6.: (a) Fully magnetic alignment of a tunable microwave device based on LC
using two permanent magnets. (b) Position A for the perpendicular state
(εr = εr,⊥) and (c) position B for the parallel state (εr = εr,‖).
2.4 liquid crystal based microwave transmission line topologies
In this section, several examples of LC-based microwave transmission line topologies are
given. These are important to construct LC-based tunable microwave devices.
In general, the existing microwave topologies can be classified into planar and wave-
guide structures. Planar topologies are 2-dimensional circuits, which can be fabricated
by using printed transmission line technologies [OM72, Kar14]. Several examples of
planar topologies are shown in Fig. 2.7, which includes microstrip line (MSL) [Hon11],
stripline [JSH+15] and coplanar waveguide (CPW) [Wen69]. Most of the structures
require metallization and dielectric substrate. For the fabrication, technologies such
as printed circuit board (PCB) [Lee04] and low temperature co-fired ceramic (LTCC)
[Wol09] can be used. In addition to their capability to print the transmission lines, some
structures such as metallic vias and empty cavities are also supported. Thus, extended
planar topology with vias such as grounded coplanar waveguide (GCPW) (see Fig. 2.7d)
is also possible to be fabricated. Cavities are also important for realizing the LC-based
tunable microwave device, which will be demonstrated in Chapter 3 and 4 in PCB and
LTCC technology, respectively.
On the other hand, waveguide topologies are 3-dimensional structures, using only
a single conductor or metallization (see Fig. 2.7e). Therefore, they cannot support
transverse electromagnetic (TEM) mode like the previous topology examples. However,
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Figure 2.7.: Commonly used topology for microwave devices: (a) microstrip line (MSL),
(b) stripline, (c) coplanar waveguide (CPW), (d) grounded coplanar wave-
guide (GCPW) and (e) waveguide (rectangular and filled with dielectric).
transverse electric (TE) and transverse magnetic (TM) modes are supported so that
the waves can propagate only above a certain cutoff frequency fc [Poz11]. Compared
to the planar topologies, typical waveguide structures offer low losses and better power
handling capability. Nevertheless, planar structures have some advantages over the
waveguide counterpart, especially on the production cost and compactness [CW14]. The
planar and waveguide structures can be combined to achieve the advantages from both.
This combined structure is called substrate integrated waveguide (SIW), which will be
discussed in Chapter 3.
When the dielectric material inside the planar or waveguide structure is replaced by
LC, tunable microwave structures are obtained. For the planar structure, MSL topology
(Fig. 2.7a) is commonly used [KFN02, Kar14], which can be fabricated by the similar
glass technology used in display applications. Stripline topology (Fig. 2.7b), of which the
metallic stripes have the same width, is another alternative for tunable planar topology,
which has a better efficiency compared to the MSL [JSH+15]. The stripline topology will
be applied to construct the amplitude tuner in Chapter 4. CPW structures (Fig. 2.7c
and Fig. 2.7d) with LC have also been reported [GGG+09, FGK+12]. Although the
topology is not used for the tunable structures in this work, several devices employ
the CPW structures to connect the main structure with the measurement probes. For
tuning waveguide structures (Fig. 2.7e), commonly, an LC-filled line section is inserted
in the center of it [GGM+09,WNG+13b]. Fully electrostatic biasing is preferred for this
topology, because the thickness is usually larger than 100 µm.
There are several applications of these LC-filled topologies, for example phase shifter.
Tunable delay line concept can be utilized, which means, the change of the LC’s permit-
tivity will also alter the electrical length of the transmission line. Hence, the phase of the
output signal varies according to the permittivity of LC. The phase shift (φ) equation
for a transmission line with phase constant β, which depends on the permittivity of the
dielectric materials inside the transmission line and its topology, is [Mis01]:
φ = βl, (2.4.1)
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where l is the physical length of the transmission line. Two extreme values of β, regarding
with the tunable LC as a material inside the transmission line, are β⊥ and β‖. With the
corresponding phase shift φ⊥ and φ‖, the maximum differential phase shift of the phase
shifter could be defined as:




l = ∆βl (2.4.2)
Due to the anisotropic properties of the LC’s loss tangent (Section 2.2), the figure of





where ILmax is the maximum insertion loss.
Typical planar structures have FoM ranging from 10–110 ◦/dB, depending on the
quality of the LC and other materials, as well as the operating frequency [BMSY+10,
MFBJ10,FKR+13,Kar14]. Higher FoM can be achieved with waveguide structure. For
example, FoM up to 200 ◦/dB is reported in [GGM+09]. Furthermore, these transmission
line structures can be terminated with open or short circuit. Hence, a tunable microwave
resonator is obtained, which has an important role in microwave devices such as filter.
The properties of resonator will be discussed in Chapter 3.
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T U N A B L E L I Q U I D C RY S TA L B A S E D S U B S T R AT E
I N T E G R AT E D WAV E G U I D E ( S I W ) F I LT E R I N P R I N T E D
C I RC U I T B OA R D ( P C B ) T E C H N O L O G Y
In this chapter, tunable LC bandpass filters will be discussed. The filters use the sub-
strate integrated waveguide (SIW) topologies due to their low loss property compared
to planar structures, as explained in Chapter 1. Therefore, the fundamentals of the SIW
structure will be explained first in Section 3.1. To verify the combination of LC and SIW,
LC-based resonators, which are the building block of the tunable filters, is proposed in
Section 3.2, as well as 3-pole bandpass filters in Section 3.3. The magnetic alignment
method (Section 2.3) is used for these devices, which is the simplest way to verify the
concept. Some efforts have also been made to achieve electrically tunable SIW devices,
as will be discussed in Section 3.4. All of the devices in this chapter is fabricated by
using printed circuit board (PCB) technology, which is commonly used in microwave
engineering.
3.1 fundamentals of siw structures
Before discussing the filter, the concept of SIW will be introduced first. A typical
SIW structure is shown in Fig. 3.1. The SIW structure consists of several metallic
vias on the left and the right side connecting the top metal and ground plane. The
vias has a diameter of dvia with the pitch between adjacent vias (center to center) of
pvia. A dielectric substrate with a relative permittivity of εr is used between top and
ground plane. Talking about the field configuration, SIW cannot support transverse
electromagnetic mode (TEM) as the top metal and ground plane are connected with
metallic vias. Therefore, the fundamental mode in SIW structure is transverse electric
(TE10) mode, which is similar to the waveguide structure. Transverse magnetic (TM)
mode is also not supported in SIW structure because the TM wave will leak out from
the spacing between vias.
In order to fabricate an SIW structure which support TE10 mode, the following criteria
should be fulfilled [CW14]:
dvia < pvia ≤ 2dvia (3.1.1)
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The upper bound in Eq. 3.1.1 is related with the radiation losses. The ratio between
radiation losses (αr) and the wavenumber k0 for the dielectric material should not exceed
10−4. This is always fulfilled for pvia ≤ 2dvia. The lower bound indicates the requirement
to be met in order to realize the SIW since the pitch cannot be smaller than the diameter
of the via. The Eq. 3.1.2 is formulated to avoid the bandstop effect in the operating
frequencies and to minimize the number of fabricated vias, respectively for the upper
and lower bound.
TE10 mode SIW structure is equivalent to rectangular waveguide in the same mode.
The dimension of the SIW structure can be mapped into the equivalent dimension of a
rectangular waveguide. For example, an SIW width of a is the same as a rectangular
waveguide with the effective width of aeff, which is related by following mapping equation
[XW05]:







with pvia/dvia < 3 and dvia/a < 1/5. Eq. 3.1.3 is plotted in Fig. 3.2 for several values
of dvia and pvia. It is indicated from Fig. 3.2 that the effective width aeff is always less
than the actual width a.
Eq. 3.1.3 enables the usage of commonly used waveguide equations in SIW structure.








where c is the speed of electromagnetic wave in vacuum.
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Figure 3.2.: Plot of Eq. 3.1.3 with (a) several values of dvia, with pvia = 1 mm; and (b)
several values of pvia, with dvia = 0.6 mm. The value of ∆a, which is a− aeff,
is always positive, indicating the effective width aeff always smaller than the
actual width a.
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3.2 magnetically tunable lc-filled siw resonator
LC-filled SIW resonator will be investigated in this section. The theoretical aspects
of the resonator will be given first in Subsection 3.2.1. Using this knowledge, a tun-
able resonator will be designed and analyzed in Subsection 3.2.2. The fabrication and
measurement results are presented in Subsection 3.2.3.
3.2.1 Fundamentals of Resonator
A resonator can be constructed from a terminated transmission line at both ends, for
example by short circuit, which is robust to radiation losses. When using a short circuited
SIW transmission line as a resonator, the fundamental resonant mode is TE101, which













with lres,eff is the effective length of the resonator. Since the frequency is known from
the design specification, the effective dimensions can be determined and then mapped
back to SIW dimensions as described in Eq. 3.1.3.
As can be seen in Eq. 3.2.1, a change in the relative permittivity εr leads into a res-
onant frequency shift. By totally replacing the dielectric material in the SIW with LC,
the resonant frequency of the resonator is controllable through LC biasing. Since the
resonant frequency is inversely proportional to the square root of the relative permittiv-
ity of the material, the perpendicular state of LC gives the highest resonant frequency.
Tuning towards the parallel state decreases the resonant frequency as the relative permit-
tivity of LC is increasing. In this case, the maximum and minimum resonant frequency
is determined by the relative permittivity of the LC.
However, filling the whole resonator with LC is not an effective approach to construct
a tunable resonator since the LC has usually a higher losses compared to the standard
non-tunable substrate. In addition, the fabrication process is more difficult for a full LC
tunable SIW structure, especially for the via part. Therefore, a resonator partially filled
with LC is more feasible to fabricate.
For a SIW transmission line with TE10 mode or a resonator with TE101 mode, the
high frequency electric fields are concentrated in the center, as shown in Fig. 3.1. Thus,
placing LC in the center surrounded by a low-loss dielectric substrate is an effective way
to create a tunable device.
For a tunable resonator, there are several parameters which indicate its performance:
tunability and quality factor (Q-factor).
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Tunability





where fmin and fmax are the possible lowest and highest frequency and their difference,
fmax − fmin, is called the tuning range of the resonator or filter.
The tunability of the proposed resonator is determined by the amount of LC inside
it. The maximum tunability of the resonator is achieved when the LC replaces the
non-tunable dielectric material completely. Thus, the tunability depends only on the
relative permittivity value of LC at the extreme states. By using Eq. 3.2.1 to calculate
the resonant frequency of the TE101-mode resonator and substituting it into Eq. 3.2.2,






For instance, a TE101 resonator fully filled with LC GT5-series from Merck with relative
permittivity of 2.39–3.27 gives a maximum tunability of 14.5 % under the perfect LC
alignment conditions. The maximum tuning range itself can be varied depends on the
operating frequency. The higher the operating frequency, the larger the tuning range. In
the partially LC-filled resonator, the tunability reduction is expected due to the presence
of the non-tunable materials.
Q-factors
In terms of power losses, Q-factor is commonly used to describe the resonator per-




Energy loss per second. (3.2.4)
There are several types of Q-factors: unloaded, external and loaded Q-factor [MYJ80].
The unloaded Q-factor is defined as the Q-factor when there is no external circuit. Since
a resonator can be represented by the equivalent circuit in Fig. 3.3 (see the gray box)








To excite the resonant modes, the resonator should be connected with the signal source.
External Q-factor describes the effect of this external circuit to the resonator. When
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Figure 3.3.: An RLC circuit model of the resonator with double external loading (Re).
the resonator sees an external impedance of Re at its port, the external Q-factor Qe for





The value of Qe and Re are determined by the coupling between the resonator and
the external circuit. This is useful for designing a filter, which will be explained in
Subsection 3.3.1.
Finally, the loaded Q-factor QL combines both the unloaded and external Q-factor.
For a resonator with a load at each port in Fig. 3.3, the loaded Q-factor can be defined
as the ratio between the reactance of the resonator ω0L and the total of the resistive





From the S-parameter measurement, especially the transmission coefficient |S21|, the







where f0 is the resonant frequency of the resonator, Bw is corresponding the 3 dB band-
width and FBW is the fractional bandwidth or the ratio between Bw and f0.
If the loaded Q-factor is already obtained, the unloaded Q-factor can be extracted.
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Not only related to the insertion loss, the values of unloaded Q-factor also affect
the 3-dB bandwidth of the resonator, as indicated in Eq. 3.2.12. Fig. 3.4 shows the
response (|S21|) of resonators with various value of Qu. By using the lower Q-factor, the
corresponding bandwidth will be larger. This bandwidth change will cause a passband
rounding effect if the low Q-factor resonators are employed to construct a microwave
filter. This makes the unloaded Q-factor of the resonator important for filter design,
since the rounding effect reduce the selectivity of the filter [TL06].



















Figure 3.4.: Typical responses (|S21|) of resonators with various unloaded Q-factor Qu.
The lower Qu gives a larger 3-dB bandwidth Bw.
3.2.2 Design and Analysis
Since the structure is getting more complex, the analysis is carried out by using 3D
full-wave microwave simulator such as CST Microwave Studio. Some simulations have
been accomplished for a resonator operating around 20 GHz with various width of LC
cavity aLC. The LC used in this simulation is the GT5-series from Merck (εr,⊥ = 2.39,
εr,‖ = 3.27, tan δ⊥ = 0.007 and tan δ‖ = 0.0022). As the non-tunable dielectric material,
PCB Rogers RT/duroid RT5880 with εr of 2.2 and tan δ of 0.0009 [Rog16b] is used
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Figure 3.5.: The basic structure of a tunable SIW resonator based on LC.
in this work. A microstrip line with a line impedance of 50Ω is employed to feed the
resonator through an inductive iris with a width of ai. For the via metallization, metallic
paste LPKF ProConduct is used [LPK14]. The detailed structure is shown in Fig. 3.5
with the following dimensions: a = 6.92 mm, lres = 6 mm, ai = 1.8 mm, lLC = 4 mm,
dvia = 0.6 mm and pvia = 1.2 mm.
With the simulation results shown in Fig 3.6a, it can be seen that the larger aLC gives
a better tunability which is closer to the maximum bound τres,max (the dotted line in
Fig 3.6a). This is happened because most of the microwave fields are inside the LC with
a bigger LC cavity. However, lower Q-factor is expected for a bigger LC cavity because
of the LC dielectric losses.
Eq. 3.2.12 can be employed to analyze the Q-factor of the LC-based SIW resonator
from the previous simulation. Fig. 3.6b shows the effect of aLC to the Q-factor. Because
of the higher losses of the LC, the Q-factor decreases as the aLC increases. This means
aLC has to be as small as possible but still fulfill the tunability requirement. Note that
the perpendicular state always has a lower Q-factor compared to the parallel state due
to higher loss tangent of the LC at that state.
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Figure 3.6.: The effect of LC cavity width (aLC) to the resonator (a) tunability and (b)
unloaded Q-factor.
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Figure 3.7.: (a) The fabricated SIW resonator. (b) Measurement setup for SIW res-
onator.
3.2.3 Fabrication and Measurement
For a proof of concept, a single tunable rectangular LC-filled SIW resonator is designed
and will be fabricated. For LC directors tuning, magnets are employed, which enable a
rapid and simple evaluation.
Fabrication and Measurement Setup
The simulated structure in Fig. 3.5 is utilized. A rectangular hole is opened inside the
rectangular SIW resonator by using a milling machine. Via holes are also created in
this process and filled with LPKF ProConduct Paste for the metallization. After paste
filling, the structure is baked with a temperature of 90 ◦C in order to harden the paste.
Copper plates are glued with two components metallic glue to the PCB in order to seal
the LC cavity. Before being sealed completely, two holes are drilled in the top sealing
plate for LC filling purpose. The structure itself has the same dimensions as mentioned
in Subsection 3.2.1 and aLC = 1 mm is chosen. The fabricated resonator is shown in
Fig. 3.7a along with the measurement setup.
A microstrip fixture is used in the measurement to connect the resonator with the ca-
bles and vector network analyzer (VNA). S-parameter measurements are performed and
the unloaded Q-factor (Qu) from each measurement can be obtained by using Eq. 3.2.12.
To change the LC’s orientation, two magnets are placed near the structure in the
fixture. As already discussed in Subsection 2.3, if the magnets are placed in the left and
right side of the structure, the relative permittivity of LC would be εr,⊥. On the other
hand, the relative permittivity would be εr,‖, when the magnets are placed on the top
and bottom of the structure.
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Measurement of the Unfilled Resonator

















Figure 3.8.: Simulation and measurement results for empty or unfilled resonators. Note:
M = measurement; S = simulation.
Before conducting the experiment with the tunable resonator, a measurement with
empty or air filled cavity inside the resonator is performed first to verify the structure.
The S-parameter simulation and measurement results are shown in Fig. 3.8. For the sim-
ulation, the effect of via metallization is investigated by using copper (with conductivity
of 5.96× 107 S/m) and LPKF ProConduct Paste (conductivity around 6× 104 S/m∗).
According to the CST simulation, the Qu of the empty air filled resonator could reach
478 when copper is used for metallization of the vias. By using LPKF ProConduct Paste
for the vias, the unloaded Q-factors are reduced to 128.3 in the simulation due to the
increasing metallic losses. The fabricated resonator gives an unloaded Q-factor of 118.1
with a small frequency shift (around 200 MHz) due to the fabrication process tolerance.
The unloaded Q-factor of the realized tunable resonator cannot surpass these values
since LC has a higher dielectric losses.
Measurement of the Tunable Resonator
After injecting the LC into the resonator, the measurement for magnetically tunable
resonator is performed. The results are depicted in Fig. 3.9 together with the CST
simulation results. The center frequency of the measured resonator varies continuously
from 23.88 GHz in perpendicular state (Qu,⊥ = 102) down to 23.47 GHz in parallel state
(Qu,‖ = 105.6), i.e. having a tuning range of 412 MHz. This tuning range is much smaller
than the one by simulation with CST, which is 1260 MHz. A possible explanation is the
presence of the trapped air gap inside the LC cavity. According to the CST simulation,
∗ Estimated from the resistivity information at [LPK14].
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Figure 3.9.: Simulation and measurement results for LC-filled resonators. Note: M =
measurement; S = simulation; ⊥ = perpendicular; ‖ = parallel; A = simu-






Figure 3.10.: A cross sectional view of a LC-filled SIW resonator with the presence of
air gap.
an air gap of 0.1 mm thickness between LC and the top metal provides a good agreement
with the measurement results. The simulated air gap model is shown in Fig. 3.10.
The summary of the work on this LC-filled SIW resonator is recapitulated in Table 1.
3.3 magnetically tunable siw bandpass filter
Having been succesfully demonstrated in Section 3.2, the tunable SIW resonator can
be employed to make a higher order bandpass filter. Employing a higher order filter
increases the selectivity of the filter or makes the passband-stopband transition steeper.
To create one, several resonators can be coupled with certain coupling structures and
coefficients. These values, along with the number and dimensions of the resonators, will
determine the characteristics of the filter, such as center frequency and bandwidth. This
theoretical aspects of the filter will be introduced first in Subsection 3.3.1 and will be
employed to design a bandpass filter in Subsection 3.3.2. Finally, an LC-filled SIW filter
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Table 1.: Simulation (S) and measurement (M) results of SIW resonator.
Cavity filling Vias Qu S/M Tuning range (MHz)
Air Copper 478 S -
Air LPKF 128.3 S -
Air LPKF 118.1 M -
LC LPKF 124.8 S, ‖ 1260
97 S, ⊥
LC LPKF 105.6 M, ‖ 412
102 M, ⊥
LC, 0.1 mm LPKF 128 S, ‖ 560
air gap 118 S, ⊥
will be demonstrated in Subsection 3.3.3. Same as the resonator in Section 3.2, magnetic
alignment will be utilized to tune the filter.
3.3.1 Basic Microwave Bandpass Filter Theory
As a microwave device, a filter can be described by its S-parameters, namely S11 or S21. A
filtering function can be created by designing the S-parameters, usually as a ratio between










s is a complex frequency variable (s = σ + jω) and n is a normalization constant. For
a realizable filter, the pole of the S-parameters should be in the left-hand side (LHS) of
the s-plane.
For a passive filter, this relation holds true:
|S11|2 + |S21|2 ≤ 1. (3.3.3)
Return loss RL and insertion losses IL (both in dB) can be defined by the S-parameters
as followings [Poz11]:
RL = −20 log10 (|S11|) (3.3.4)
and
IL = −20 log10 (|S21|) . (3.3.5)
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Figure 3.11.: The ideal response of a lowpass prototype, with a cutoff frequency of ωp,c =
1.
To set the filtering function, several inductors or capacitors can be arranged in a
certain configuration with certain values. These lumped elements or circuit models can
be transformed into the desired microwave structures, for example planar or waveguide
structures.
Filter Synthesis Using Lowpass Prototype
A common way to design a filter is using the lowpass prototype. This prototype can
be transformed later into another type of filter, such as bandpass filter by appropriate
scaling. An ideal lowpass prototype response as a function of angular frequency ωp (pro-
totype) is shown in Fig. 3.11. Here, the cutoff frequency ωp,c is equal to 1. This response
can be approximated by a typical ladder circuit consists of inductors and capacitors as
shown in Fig. 3.12. The i-th component has an inductance or capacitance value of gi.
The both ports of the circuit are terminated by impedances of g0 and gn+1.
g1 g3
g2 g4g0 gn+1
Figure 3.12.: Lowpass prototype with n lumped components. Each component has a
value of gi, where i = 1, 2, ...,n. The circuit is terminated by impedances
of g0 and gn+1.
The value of gi depends on the polynomial used for the S11 or S21. One of them
is Chebyshev response which provides a trade-off between the filter order, selectivity
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Figure 3.13.: A typical Chebyshev lowpass response.
and passband ripple. In jωp-domain, the transfer function S21 of a Chebyshev lowpass
prototype can be defined as [MYJ80], [Hon11]:
|S21 (jωp)|2 =
1
1+ 2CT 2n (ωp)
, (3.3.6)











|ωp| > 1 (3.3.7)






10 − 1. (3.3.8)
An example of a filter prototype with a Chebyshev response can be seen in Fig. 3.13.
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After finding the prototype element values, the actual values of inductors and capaci-
tors can be calculated by impedance and frequency transformation. The transformation
depends on the desirable filter type: lowpass, highpass, bandpass or bandstop. For a
bandpass filter, a prototype inductor with values of g can be tranmsformed into series
of inductor with an inductance of Ls and a capacitor with a capacitance of Cs forming
a microwave resonator. On the other hand, a prototype capacitor can be replaced by
a parallel connection between inductor Lp and capacitor Cp. Fig. 3.14 shows a clear
overview of the transformation. The relation between those element values can be found




Figure 3.14.: Lowpass prototype to bandpass transformation for each prototype element.
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where Z0 is the reference impedance, ω0 is the center angular frequency of the bandpass








Note that the ω1 and ω2 are the lower and upper cutoff frequency of the bandpass filter,
respectively.
Coupled-Resonator Filters
The lumped element filter is impractical and has high losses in the microwave region.
Therefore, planar and waveguide structures are frequently used for the microwave band-
pass filter. The common topology for this purpose is by using several resonators con-
nected to each other, for example coupling structures such as microstrip gaps, waveguide
irises or posts. A coupling structure can be modelled by using an impedance inverter.
As the name implies, this two port component inverts the impedance at the other port.





where K is the characteristic impedance of the inverter. The impedance inverter is
symbolized in Fig. 3.15.
K Z2
Z1
Figure 3.15.: A model of impedance inverter with a characteristic impedance of K.
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The lumped element models with element values of g described by Eq. 3.3.9 can be
converted to the resonator-inverter model as shown in Fig. 3.16. Xi(ω) is the reactance
of each resonator and Ki,i+1 is the characteristic impedance of the inverter between
resonator or resonator-input/output port. Port 1 and 2 are terminated by resistance of
ZA and ZB. In most case, both of them are equal to the characteristic impedance of
the line (Z0) used for the feeder. In [MYJ80], it is shown that the element values of the






















where xi is the reactance slope parameter for i-th resonator and FBW is the fractional








Port 1 Port 2
Figure 3.16.: Bandpass filter model using n resonators, which are coupled each other by
impedance inverters.
Inverter characteristic K also can be expressed as the external Q-factor Qe for the
























3.3 magnetically tunable siw bandpass filter
To realize the impedance inverter, there are several possibilities, for example with a
section of transmission line Z0 and an impedance with a reactance of X at the center
as shown in Fig. 3.17. For the impedance, an inductor (X > 0) or a capacitor (X < 0)
can be used. The electrical length of the transmission line φ will be negative when an
inductor is used and vice versa [MYJ80]. However, the negative length can be realized
with the help of the neighboring resonator, which has a greater length so that the total
length of the resonator is still positive and realizable. The value of the reactance X is
related to the inverter value K, as described by:












Figure 3.17.: Implementation of K-inverter using a section of transmission line with an
impedance. If X > 0, then φ < 0 and vice versa.
The shunt inductance model of the impedance inverter can be implemented using
waveguide structures, for example as shown in Fig. 3.18. This iris coupling structure
with an aperture width ai can be modelled as a shunt inductor as shown in [Mar51]. The
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Figure 3.19.: Relation between the iris dimensions and the reactance from Marcuvitz’s
model [Mar51]. The aperture width ai is plotted from 0 to 0.5a for the
waveguide width a varying from 0.5λg to 1.4λg.
where λ and λg are the free-space and guide wavelength, respectively. F (α) and E (α)
are the first and second kind of the complete elliptic integrals. The variables α and β in











The approximation given in Eq. 3.3.18 is valid for a very thin iris and
0.5 < a/λ < 1.5. (3.3.20)
For more flexibility, full wave simulation tools can be employed.
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3.3.2 Design Example of a 3-pole Chebyshev Filter
The theoretical aspects described in Subsection 3.3.1 will be employed in the filter design.
As an example, a 3-pole Chebyshev filter will be used. For the perpendicular state, the
center frequency of the filter is 22 GHz with a return loss better than 20 dB at the
passband and ripple bandwidth of 600 MHz.
First, the resonator structure should be chosen. A rectangular cavity as described in
Section 3.2 is utilized. As a starting point, a resonator fully filled with Rogers RT5880 can
be used since its relative permittivity value is close to the value of perpendicular state of
LC. With calculations using Eq. 3.1.3 and Eq. 3.2.1, a rectangular SIW resonator with a
width a = 8.1 mm and length lres = 6 mm gives a resonant frequency at 22 GHz. Insertion
of LC will decrease the frequency due to its higher permittivity so that the resonator
size should be smaller. By using CST, insertion of an LC cavity with aLC = 1 mm and
lLC = 4 mm works at 22 GHz when the resonator width is reduced to a = 7.8 mm.
The next step is the design of the coupling structure between resonators. Inductive
iris coupling is employed. Since the vias are not thin according to Eq. 3.3.20, CST
simulation can be performed for the filter design. The coupling structure can be divided
into two types: interresonator coupling and input/output coupling [Hon11].
When two resonators coupled to each other, two resonant frequencies appear, which
are f1 and f2 for the lower and higher frequency, respectively (see Fig. 3.20a). The








The value of the coupling coefficient k depends on iris opening ai. Using two coupled
resonators, the effect of ai is shown in Fig. 3.20b which is simulated using CST Microwave
Studio. For the designed filter, the needed k can be found from Eq. 3.3.9 and Eq. 3.3.14.
The obtained lowpass element values are g(0) = g(4) = 1, g(1) = g(3) = 0.8533
and g(2) = 1.1038. Since the values of g are symmetric, the interresonator coupling
coefficients are also symmetric or k1,2 = k2,3 = 0.0281. From Fig. 3.20b, the initial value
of iris width between the first and second resonator is ai,12 = 2.6 mm.
For the coupling between the first or third resonator with the feeder transmission line,
a one port simulation of the short circuited resonator is conducted. The external Q-factor
Qe, which is related to the coupling, can be calculated by using the phase response of
the reflection coefficient S11. A typical phase response is shown in Fig. 3.21a and the
relation between iris opening ai of the structure and the external Q-factor is shown in
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Figure 3.20.: (a) Typical response (|S21|) of a coupled resonator. (b) Relation between
the iris width ai and coupling coefficient k.
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Figure 3.21.: (a) Typical response (|S11|) of a short circuited resonator. (b) Relation
between the iris width ai and external Q-factor Qe.
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Figure 3.23.: The fabricated filter.
According to Eq. 3.3.14, the needed external Q-factor is 31.3 so that the iris width for
the first or third resonator and the feeder line is 4 mm.
However, as already explained in Subsection 3.3.1, a transmission line with a negative
length is needed to realize an impedance inverter for coupling. Instead of the resonator
length, adjusting the resonator width would be easier to implement in this filter design.
The resonator and iris width can be optimized for the whole structure so that an ideal
Chebyshev response can be achieved by using CST Microwave Studio. The final structure
is depicted in Fig. 3.23. The dimensions of the filter are: a1 = 6.58 mm, a2 = 6.92 mm,
ai,01 = 4.3 mm, ai,12 = 3.06 mm, and lres = 6 mm.
3.3.3 Realization of a Tunable 3-pole Chebyshev Filter
The proposed bandpass filter in Fig. 3.23 is fabricated using the same technique as the
resonator in Section 3.2. The fabricated device and simulated filter’s responses can be
seen in Fig. 3.23 and Fig. 3.24, respectively.
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Figure 3.24.: Simulation and measurement results of 3-pole filter with Chebyshev re-
sponse. Note: S = simulation; M = measurement, G = simulation with
0.02 mm air gap; ⊥ = perpendicular state; ‖ = parallel state.
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To verify the simulation result, a measurement of the SIW filter is carried out with
the same method as the one resonator measurement and also depicted in Fig. 3.24. The
measurement results exhibit 6 dB of insertion loss, which is 3 dB higher than the one
from simulation. The return loss is around 10 dB with bandwidth varying between 620–
780 MHz or a fractional bandwidth of 2.81–3.54 %. The center frequency of this filter is
continuously tunable between 21.45–22.06 GHz.
An effort has been made to remove the air gap by LC refilling. However, it still
exists in the structure, which could be inferred by higher center frequency (1.2 % higher
than simulation) and reduction of tuning range from 1100 MHz in simulation down to
610 MHz in measurements. CST simulations show that an air gap around 0.02 mm in
each resonator fits the measurement results well.
This filter will be compared with other tunable filters in Chapter 4, together with the
LTCC LC-filled SIW filter.
3.4 electrical biasing technique for lc-filled siw devices
As already seen in Section 3.2 and 3.3, tunable SIW devices based on LC can be tuned by
using magnetic alignment. Although it is convenient for rapid or lab-scale prototyping,
the magnets consume a large space, which make it unfavorable for real applications. In
addition, magnetic tuning requires a mechanical re-alignment, which is contradictory to
the idea of electrically tunable devices. Therefore, an electric biasing system is needed
in an LC-based microwave device.
In a planar structure like MSL, two different voltages are applied on the metallization
for biasing purpose. In addition, alignment layers are deposited on the top of each
metallization to anchor the LC in the case of a switched-off biasing voltage. However,
this biasing technique is only suitable for a structure with an LC layer with thickness
less than 100µm, since the tuning speed is much slower (around 3 minutes for 100 µm-
thickness [KSF+11, HKG+14]). Moreover, SIW structures do not have two separated
metallizations, making it impossible to apply the biasing voltages.
In this section, an approach has been investigated in order to include the electrical
biasing system into the SIW structure, which is fabricated by using PCB technology.
Several biasing lines are formed on the surface of the LC sealing material. For LC
sealing as well as the biasing system holder, the glass substrate has been employed,
which is well known in the planar LC devices fabrication process [Go¨l10,Kar14].
3.4.1 Biasing Concepts
A fully electrical biasing concept is utilized for the tunable SIW device. Thus, rubbed
polyimide layers on top of the structure for pre-orientation of LC are not needed anymore.
As already explained in Subsection 2.3, the structure itself contains at least four biasing
lines or electrodes, allowing to change the direction of the electric fields inside the LC
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Figure 3.25.: The proposed biasing concept, where the biasing electrode network is glued
to the SIW structure by using two components metallic glue.
cavity. A certain voltage is applied to each line. In general, there are two voltages: V0
and Vb, which are fixed and tunable voltage, respectively. By tuning the voltage Vb from
−V0 to V0, not only the perpendicular and parallel state of the LC orientation can be
reached, but also intermediate states.
This concept of tuning is already applied in [WNG+13b], [FGPJ14] and [SGK+15].
However, the existence of resistive lines, which connect all of the top electrodes and
also all of the bottom electrodes, can reduce the performance of the device. In general,
resistive lines should be transparent to the high frequency field. However, when perpen-
dicular configuration is set, a current can flow in the top and in the bottom electrodes
because of the voltage difference, namely V0 and −V0. Unwanted power dissipation oc-
currs, and moreover, self-heating due to the dissipated power alters the property of LC
inside the device.
The proposed biasing scheme does not use current flow for biasing. Four electrodes
are separated from each other and also insulated by a thin layer of dielectric. For this
purpose, silicon nitride (Si3N4) is used, which has an excellent breakdown voltage of
600 V/µm [Ric15]. Therefore, a thin insulation layer can be fabricated, which does not
affect the high frequency fields. A Si3N4 layer with thickness of 1µm is chosen for the
biasing structure. The detailed structure is depicted in Fig. 3.25.
3.4.2 Fabrication Process
The biasing line fabrication process is shown in Fig. 3.26. A standard photolithography
process, which its parameters are detailed in Appendix A, is used to build the biasing
structure with a glass as the substrate. The metallic layer consists of a 20 nm-thick
chromium and a 60 nm-thick gold layer are evaporated consecutively to the surface of
the glass. This first metallization layer serves as metallic ground of the SIW structure.
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(a) (b) (c) (d)
(e) (f) (g) (h)
UV light
Figure 3.26.: Fabrication scheme of the biasing structure (not to scale). (a) Glass is cho-
sen as the substrate material. (b) The first metallization layer is deposited
in the glass surface by evaporating Cr and Au. (c) Si3N4 is deposited
by PECVD. (d) The second metallization layer is formed using the same
method as the first metallization layer. (e) Photoresist is coated in the
second metallization layer to create the biasing line. An appropriate mask
is placed in the top of it and the structure is exposed with UV light later
on. (f) The exposed photoresist is developed. (g) Etching of the metallic
layers. (h) Adding the second Si3N4 layer.
The next step is the Si3N4 deposition by means of plasma-enhanced chemical vapor
deposition (PECVD). The second metallization layer with the same composition as the
first one is applied on top of the first Si3N4 layer and afterwards etched to form the
electrodes. Last, the second Si3N4 layer is placed on top of the electrode layer. The
same process is repeated to the top glass. A hole with a diameter of 0.5 mm is drilled
into the glass for LC injection to the SIW device. Finally, the bottom and top glasses
are glued together by using two components metallic glue with the SIW device to seal
the cavity. After LC injection in a vacuum chamber, the LC-filling hole is closed with
glue to ensure that there are no LC leakages in the device.
A sample of a fabricated biasing structure can be seen in Fig. 3.27.
3.4.3 Technological Verification on a Tunable Delay Line
To investigate the performance of the fabricated biasing line, a simple SIW structure, a
phase shifter, is designed, using the tunable delay line concept (see Section 2.4). In order
to create this tunable delay line, a rectangular hole is milled in the center of the SIW
transmission line as LC container. Later, this hole will be sealed by the proposed biasing
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Figure 3.27.: A sample of fabricated biasing structure.
structure as depicted in Fig. 3.27. The behavior of this SIW phase shifter resembles a
partially LC-filled rectangular waveguide with TE10 mode.
The structure of the phase shifter itself is shown in Fig. 3.28, using Rogers RO4003
as a substrate material (εr = 3.38, tan δ = 0.0027 [Rog16a]) which is manufactured by
Eurocircuit†. A 50Ω GCPW line is used to connect the SIW phase shifter and the probe,
which is connected to the VNA. A transition between the GCPW and SIW structure
has also been designed by using a tapered center line of the GCPW, providing good field
and impedance matching [CW09]. For the verification purpose, the device is intended to
provide a differential phase shift of 90◦ and the related dimensions are shown in Fig. 3.28.
From simulation using CST as shown in Fig. 3.29, a maximum differential phase shift
(∆φmax) of 94◦ is obtained with a maximum insertion loss (ILmax) of 1.05 dB at 20 GHz.
The simulation yields a figure of merit (FoM) of 89 ◦/dB at 20 GHz.
The measurement results are plotted in Fig. 3.30 and Fig. 3.31. The maximum return
loss (6 dB) is higher than the simulation result (better than 10 dB) at the operating
frequency. This is caused by a mismatch between the GCPW line and the probes, which
connect the device to the VNA. As a consequence, the insertion loss is also higher, up
to 2.8 dB. With a differential phase shift of 88◦, the obtained FoM is 32 ◦/dB.
Another important thing to be discussed is the response time, which is defined as the
required time to tune from 10 % of maximum phase shift to 90 %. By measuring the
phase shift at 20 GHz, the change of the phase shift could be observed as depicted in
Fig. 3.32. The measured response time according to the definition is 5 s with maximum
voltage of V0 = 100 V.
The drawback of this fabrication technique is the integration of the biasing structure
to the device. A smooth surface is required to align both structure properly and also to
† http://www.eurocircuits.com/
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as seal for LC cavity
Figure 3.28.: The structure of the designed tunable SIW phase shifter. The following
dimensions are chosen in the design: a = 6.5 mm, aLC = 2 mm, lLC =
30 mm, h = 0.5 mm, d = 0.6 mm, p = 1.2 mm, lTr = 2.3 mm, θ = 53◦,
w = 1.2 mm and g = 0.6 mm. The cavity will be sealed by gluing the
biasing structure (Fig. 3.26) on the top and bottom of the SIW.
seal the SIW structure. This would be a problem if LPKF ProConduct Paste is used as
the via material like in Section 3.2.1. In [Rah15] it is shown that the FoM is decreased
to 8.77 ◦/dB for a SIW structure with LPKF vias. A resonator is also fabricated with
an unloaded Q-factor in the range of 26–30 , which is lower than the standard Q-factor
for planar filter. Therefore, a technology which can integrate both biasing structure and
the device is desirable, for example multilayer technologies. Low temperature co-fired
ceramic (LTCC) is a possible solution which will be discussed in the next chapter.
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Figure 3.29.: Simulated S-parameters of the phase shifter. Note: S = simulation; ⊥ =
perpendicular; ‖ = parallel.



















Figure 3.30.: S-parameter measurement results of the fabricated phase shifter. Note: M
= measurement; ⊥ = perpendicular; ‖ = parallel.
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Figure 3.31.: Simulation and measurement results for the maximum differential phase
shift ∆φmax. Note: S = simulation; M = measurement.






t = 5 s
90 % phase shift






Figure 3.32.: Response time of the LC-based SIW phase shifter.
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F U L LY - I N T E G R AT E D F I LT E R S A N D A M P L I T U D E T U N E R I N
L OW T E M P E R AT U R E C O - F I R E D C E R A M I C ( LT C C )
T E C H N O L O G Y
To overcome the difficulties encountered in PCB technology in Chapter 3, especially
in the biasing circuit fabrication, low temperature co-fired ceramic (LTCC) technology
is investigated. This technology uses several layers of glass-ceramics composite as the
dielectric substrate. In addition to the planar metallizations, the fabrication process
of the LTCC technology also supports thin resistive layers, metallic vias and cavities
[Wol09]. Therefore, the integration of the biasing circuit with the LC-based tunable
device will be easier than the PCB technology. The fabrication process itself will be
discussed in Section 4.1.
Next, a tunable LC-filled SIW filter is proposed in Section 4.2. Similar as in Chapter 3,
resonators and 3-pole Chebyshev bandpass filters are investigated. Electrical biasing
method is employed in this section.
In addition, another device, which is the LC-based amplitude tuner, is also proposed
for the first time and will be discussed Section 4.3. This device alters the amplitude of
a microwave signal with the help of LC-based phase shifter.
The tunable microwave devices in this chapter is a part of Liquida K project, which is
a cooperation between Institute of Microwave Engineering and Photonics of TU Darm-
stadt, German Aerospace Center (DLR), Federal Institute for Materials Research and
Testing (BAM), and IMST GmbH. In accordance with the project specification, the
devices is designed for operating frequencies around 30 GHz.
4.1 ltcc processing technology
As the part of Liquida K project, the proposed devices are processed by BAM using
LTCC technology. The general overview of the fabrication process can be seen in Fig. 4.1.
The LTCC substrates are prepared and later punched to form the cavities and LC-filling
hole, as well as the via holes. The LC-filling hole has a diameter of 0.5 mm, which is used
for all of the devices in this chapter. For the via holes, metallic paste is filled into the
holes so that the metallic vias are formed. The next step is the fabrication of the planar
metallizations, which is done by screen printing technique. After that, the printed LTCC
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(a) (b) (c) (d)
(e) (f) (g) (h)
Figure 4.1.: The fabrication step with LTCC technology: (a) susbstrate or green tape
preparation, (b) cavity and via forming, (c) via filling with gold paste, (d)
fabrication of metallic layer by screen printing, (e) stacking, (f) lamination,
(g) firing and (h) singulation. Source: BAM.
layers are stacked and laminated. For the firing process, the devices are sintered with
a peak temperature of 865 ◦C for 20 min. This temperature is relatively low compared
to the melting point of good conducting material such as gold and copper, creating a
possibility to realize microwave devices. The sintering process cause shrinkages of 8.9 %
and 10.6 % for the lateral and thickness direction, respectively. These shrinkages are
already compensated before fabricating the device. Finally, the LTCC laminate is cut
out so that every single device is obtained.
Note also that the LC cavity is automatically closed during the LTCC fabrication
process. After the fabrication, the LC is injected through the filling hole in a vacuum
chamber. By using two components glue, the filling hole is sealed to prevent the LC
leakage.
As for the materials, DuPont GreenTape 9K7 is used as the LTCC substrate, which
has relative permittivity of 7.1 and loss tangent of 0.0015 [DuP09b]. The loss tangent is
relatively low for microwave applications, for example compared to Rogers RO4003 in
Chapter 3. Each green tape layer has a thickness of 107 µm after the sintering process.
All of the metallizations inside the LTCC are made from gold pastes, which are LL505 for
the planar metallization and LL500 for the via filling. Each of them has a conductivity of
1.33× 107 S/m∗. This is lower than the conductivity of the pure gold (4.42× 107 S/m).
Nevertheless, this conductivity is still higher than LPKF ProConduct paste used in the
PCB fabrication process so that a lower metallic loss is expected. All of the biasing lines
are made of a resistive paste 2061 with a resistivity of 200 kΩ/. This paste is almost
transparent to the high frequency field but it is resistive for the DC or low frequency
biasing signal. The biasing method is similar to the proposed method in Chapter 3, which
utilizes no current, unlike in [SGK+15]. The thickness of both planar metallizations and
∗ The conductivity is calculated from the resistivity value in [DuP12] and [DuP09a].
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resistive lines are 10µm. For the LC, GT3-23001 from Merck is used with following
properties: εr,⊥ = 2.47, εr,‖ = 3.16, tan δr,⊥ = 0.0151 and tan δr,‖ = 0.0033. All of
these materials are qualified for space applications [GMG+09, FGPJ14], which give an
advantage compared to the other tuning technologies.
4.2 electronically tunable siw filter
In this section, an electrically tunable SIW resonator and 3-pole filter will be constructed
by using this LTCC technology. Before discussing about the SIW structures, the feeding
network, which connects the structures with the VNA for measurement, will be presented
first.
4.2.1 Transition from SIW to Grounded Coplanar Waveguide
The grounded coplanar waveguide (GCPW) topology is used to connect the SIW struc-
ture and the high frequency signal source or VNA with the help of a device called wafer
prober. The positive electrode for the high frequency signal is placed in the center, sep-
arated from the ground pads by certain gaps (on the left and right side). The width of
the signal electrode and gaps are 0.4 mm and 0.2 mm, repectively. These dimensions are







Figure 4.2.: Simulation model of back-to-back transition between GCPW and SIW. Some
vias in the GCPW part is deleted to connect the biasing line with the ex-
ternal voltage sources. The following dimensions are used: lTr = 1.55 mm,
θ = 8.55◦, and lBend = 0.4 mm.
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Figure 4.3.: Simulation results of back-to-back transition between GCPW and SIW.
To connect this GCPW line to SIW structure, a transition between those two struc-
tures is needed. Same as in Section 3.4, a tapered line and 90◦ bend are used as shown
in Fig. 4.2, which is a modification from [CW09]. The dimensions are: lTr = 1.55 mm,
θ = 8.55◦, and lBend = 0.4 mm. As already shown in Section 3.4, biasing lines are
compulsory for electric biasing. Since the connections with external voltage sources are
required, some vias in the GCPW part are deleted. To examine the response of the
transition, a CST simulation is conducted by using two transitions connected together
(back-to-back configuration). The S-parameters are depicted in Fig. 4.3. It is shown
that |S11| is below −20 dB at 30 GHz, while |S21| around −1 dB. This insertion loss will
be taken into account for the analysis of the resonator and filter in Subsection 4.2.2 and
4.2.3, respectively.
4.2.2 Concept of Electrically Tunable SIW Resonator
Concept, Design and Performance Analysis
As a building block for bandpass filters, the properties of a single LC resonator is in-
vestigated. The structure is shown in Fig. 4.4. According to Eq. 3.2.1 and 3.1.3, the
following dimensions are suitable for a resonance frequency around 30 GHz: ares = 3 mm,
lres = 2.95 mm, dvia = 0.2 mm and pvia = 0.6 mm. The distance between the via struc-
tures and the LC cavity is 0.4 mm, which is chosen due to the fabrication limitations at
BAM. A hole is also punched at the top of the cavity, having a diameter of 0.5 mm. For
the biasing lines, resistive paste is used (see Fig. 4.4). The total number of LTCC layers
used for the structure is four. The LC cavity itself is placed in layer 3.
To check the maximum achievable unloaded Q-factor, a CST simulation can be per-
formed using an unfilled cavity, which is the same as in Chapter 3. However the center
frequency of the resonator increases to above 40 GHz due to the decreasing permittivity
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Figure 4.4.: LTCC-LC-based tunable resonator with four LTCC layers. The LC cavity
is placed in layer 3.
inside the cavity as indicated from the simulation results in Fig. 4.5a. Since the differ-
ence in the operating frequency is quite big (more than 33 %), a simulation with lossless
materials has been performed. The simulation results are depicted in Fig. 4.5b. The
respective unloaded Q-factors are summarized in Table 2.
The effect of each material and also the filling hole are examined in the simulation.
First, the lossless materials are used for simulation (case A) to check the losses caused
by radiation. This is possible because the SIW design rules in Eq. 3.1.1–3.1.2 are not
fulfilled. However, this effect is small as can be inferred from the negligible insertion loss
(only 0.04 dB).
The metallic losses are examined in cases B and C. The losses caused by the met-
allization is larger than for radiation. Pure gold and gold paste are used for this two
cases and all of the dielectric materials are assumed to be lossless. The Q-factor for the
structure with gold paste is lower compared to the pure gold structure due to its lower
conductivity. Nevertheless, the Q-factor is still better than the structure with LPKF
ProConduct paste in Chapter 3.
By using lossless metallizations, the contribution of dielectric losses are simulated
in case D and E. While the LTCC does not show much effect, the LC has the largest
contribution to the Q-factor reduction. The perpendicular case is used in this simulation,
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Figure 4.5.: Simulation results of the resonator structure: (a) unfilled LC-cavity and
(b) LC-filled cavity, where various loss mechanisms are taken into account
according to Table 2.
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Table 2.: Effect of the material losses of the resonator on the unloaded Q-factor.
Case Insertion Loss (dB) Unloaded Q-factor
A: Ideal case 0.04 5600
B: Lossy metallization (gold) 0.54 445
C: Lossy metallization (gold paste) 0.95 246
D: Lossy LTCC 0.26 926
E: Lossy LC (perpendicular case) 1.7 130
F: Ideal with filling hole 0.08 2952
G: Whole structure 3 69
which has a higher loss tangent. For the filling hole, the effect is not that much with
less than 0.1 dB insertion loss in case F. The hole gives a small center frequency shift at
around 100 MHz.
Finally, the whole structure along with each loss mechanism is simulated (case G) and
the final unloaded Q-factor is 69. All of the Q-factors are calculated using Eq. 3.2.12 in
Chapter 3.
By using the properties of the LC GT3-23001, two extreme resonant frequencies are
obtained around 30 GHz as shown in Fig. 4.6. The obtained unloaded Q-factors are 69
and 118 for the perpendicular and parallel case, respectively. The resonance frequencies
are varying from 30.3–32.0 GHz resulting in a tunability of 5.31 %.











Figure 4.6.: Simulation results of a single LC-LTCC resonator using CST.
However, the full tuning range cannot be achieved later in the measurements, due
to imperfect alignment of the LC directors. As shown in Fig. 4.7, the directors are not
perfectly perpendicular or parallel to the RF fields, but follow the direction of the biasing
fields. Therefore, the extreme effective permittivities of the LC inside the cavity are no
59





Figure 4.7.: The director distribution in the middle of the LC-cavity for (a) perpendicular
and (b) parallel state.
longer εr,⊥ and εr,‖ anymore, but in-between those values. This effective permittivity
can be predicted by using the simulation tools from [GGMJ08]. By using a transmission
line with the same cross section as the resonator, a comparison can be made between
the LC-filled cavity and the homogenous-material-filled cavity to predict the effective
permittivity εr,eff of the LC inside. The graph in Fig 4.8 shows the relation between the
relative permittivity of the homogenous material as the cavity filling and the propagation
constant β of the structure. From the simulation tool, the obtained propagation constant
for LC in perpendicular and parallel state are 847 rad/m and 945 rad/m, respectively,
so that the predicted effective permittivity of the LC are the followings: εr,eff,⊥ = 2.64
and εr,eff,‖ = 3.14.
Using CST, this structure is re-simulated and the center frequency varies from 31.4 GHz
at perpendicular state to 30.3 GHz at parallel state (tunability of 1100 MHz or 4 %) as
can be seen in Fig. 4.9. Since the resonant frequency is inversely proportional to the
square root of the material permittivity, the frequency shift in perpendicular state is
more perceptible. The obtained unloaded Q-factors are 69 for the perpendicular state
and 118 for the parallel state. Note that the parallel state always has the better Q-factor
due to its lower loss tangent.
Measurement Results and Discussion
After the fabrication process, measurements had been performed. The fabricated res-
onator is shown in Fig. 4.10. Voltages of V0, −V0, Vb and −Vb were applied to each
biasing pad. Two ground-signal-ground (GSG) probes with a pitch of 1250µm connect
the GCPW part of the structure with the VNA. The measurement setup can be seen in
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Figure 4.8.: The effective permittivity of LC for the proposed resonator structure.





















Figure 4.9.: Re-simulation (S) and measurement (M) results for an LC-filled SIW res-
onator, taken into account of the LC director imperfection.
Fig. 4.11. The S-parameter measurement results are depicted in Fig. 4.9. The tuning
range is reduced into 30.16–31 GHz (840 MHz or 3 %) possibly due to the fabrication tol-
erance. The Q-factors are 68–100 , which are close to the range of the expected Q-factor
obtained from the simulation. To achieve the extreme states, the maximum voltage
needed is 80 V both for V0 and Vb.
In addition to the S-parameters, the response time of this resonator is also measured.
For this purpose, continuous wave measurements at a single frequency are performed,
which provide a better recording speed compared to the measurement for whole frequency
range [Go¨l10]. Since the center frequency cannot be measured by this method, the phase
of the filter (∠S21) can be exploited since it is related to the center frequency f0 of the
filter. Fig. 4.12 shows the phase measurement of the filter with several values of Vb:
−80 V,−50 V,0 V and 80 V. At 30.5 GHz, which is the center of the tuning range of the
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Figure 4.10.: Fabricated tunable SIW resonator along with the biasing configuration.
Table 3.: Comparison of the response time of various LC-based devices.
Topology hLC† Range Vb trise tfall
MSL phase shifter [KSF+11] 100 µm 0–15 V 4.6 s 175.8 s
Varactor-loaded line [HKG+14] 10µm 0–40 V <1 s 3 s
Waveguide phase shifter and <3 mm ±200 V Few min. Few min.
filter [WNG+13a,FGPJ14]
SIW resonator, this work 107µm ±80 V 2 s 1.5 s
filter, the phase decreases as the center frequency decreases. The possible phase values
are between −54◦ and 12◦, which are the phases for the extreme states.
Since the phase represents the center frequency, the definition of the response time
from the tunable delay line concept can be borrowed, which is the required time to
tune from 10 % to 90 % of the maximum differential phase shift for rise time (trise) and
vice versa for the fall time (tfall). The plot of time versus the differential phase shift
(|∠S21 −∠S21(f0)|) presented in Fig. 4.13. The obtained response time is 2 s and 1.5 s
for rise and fall time, respectively.
This measured time is comparable to the most of the planar LC-based devices, as
shown in Table 3. For the fall time, the proposed SIW device has even a better switching
speed. This is different than the most of the planar LC structures, for example in
[KSF+11, HKG+14], where the fall time is usually longer due to the usage of the weak
anchoring force from the alignment layer. Both of the extreme states in this work are
controlled by strong biasing voltage or electric field, so that the rise and fall time are
almost the same. Despite their better Q-factor (or FoM for a phase shifter), the LC-
based waveguide devices have slower response (in order of minutes) compared to the
proposed SIW structure due to their thick LC layer.
† Thickness of LC layer
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Figure 4.11.: The measurement setup used for the resonator and filter. A manual probe
station is employed along with two GSG probes.












Vb = −80V, f0 = 31GHz
Vb = −70V, f0 = 30.7GHz
Vb = −50V, f0 = 30.5GHz
Vb = 0V, f0 = 30.3GHz
Vb = 80V, f0 = 30.16GHz
Figure 4.12.: The measured phase of SIW resonator at around 30.5 GHz.
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Figure 4.13.: Response time measurement of the SIW resonator at 30.5 GHz. Since the
center frequency measurement is impossible in continuous wave mode, the
differential phase shift is employed to determine the rise and fall time.
4.2.3 Electrically Tunable 3-pole SIW Bandpass Filter
The LC-filled SIW resonators can be cascaded to form a bandpass filter. Designed for a
center frequency around 30 GHz, the structure depicted in Fig. 4.14 is simulated using
CST. This filter is a 3-pole Chebyshev filter designed for a 3 GHz ripple bandwidth with
the same design method described in Chapter 3. The following dimensions are yielded
after the design: lres,1 = 2.89 mm, lres,1 = 2.95 mm, ai,01 = 1.89 mm, ai,12 = 1.6 mm and
a = 3 mm. Using the obtained value of LC’s effective permittivity in Subsection 4.2.2,
the simulation yields a center frequency tuning range of 29.4–30.2 GHz as can be seen
in Fig. 4.15.
The fabricated filter, which is also shown in Fig. 4.14, is measured with the same
procedure as the single resonator. The measurement gives almost similar results, 29.4–
30.1 GHz or 700 MHz (Fig. 4.15). The difference can be seen on the return loss which
is reduced to 6 dB due to imperfect transition at the GSG probes. The filter has a
minimum insertion loss from 2 dB at the parallel state up to 4 dB at the perpendicular
state with a ripple up to 3 dB. The fractional ripple bandwidth for both state has a
small difference: 11.6 % at perpendicular and 11.2 % at parallel state.
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Figure 4.14.: 3-pole tunable filter using LTCC: (a) CST simulation model, (b) detailed
view of the resonators and (c) fabricated device. The following dimen-
sions are used: lres,1 = 2.89 mm, lres,1 = 2.95 mm, ai,01 = 1.89 mm,
ai,12 = 1.6 mm and a = 3 mm. Note that the structure is symmetric.
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Figure 4.15.: (a) Simulation and (b) measurement results of the 3-pole filter.
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Table 4.: Comparison of tunable resonators and filters with various tuning technology.
Topology Tuning Element n‡ f0 (GHz) IL (dB) FBW (%) Qu
SIW [ZSM+11] BST 2 2.95–3.57 3.3 5.4 up to 66
SIW [SAE11] MEMS 2 1.2–1.6 2.2–4.1 3.2–4.3 93–132
SIW [SMTB11] Varactor 1 2.6–3.1 25–45* 0.7–2.5 40–150
SIW [AGW13] Ferrite/Varactor 2 10.8–11.9 1–2 4–4.1 up to 130
PLL§ [GGK+10] LC 3 18.5–20.5 8–10 4–9 25–31¶
Microstrip [YFB+12] LC 1 2.7–2.9 0.97–1 22–25 37–43
PCL‖ [YMS12] LC 3 31–34 4.4–5.6 5.46–7.25 22–28 ¶
Waveguide [FGPJ14] LC 3 19.7–20.1 5–7 1.1–1.4 170–484
This work, SIW,PCB LC, Magnetic 3 21.5–22.06 6∗∗ 2.81–3.54 102–105.6
This work, SIW,LTCC LC, Electric 3 29.4–30.1 2–4 11.2–11.6 68–100
4.2.4 Comparison with Tunable SIW Filters from Literatures
Several tunable SIW filter with various tuning technologies have been reported and
summarized in Table 4. It can be seen that the unloaded Q-factor of the magnetically
tunable LC-filled SIW filter with PCB (Chapter 3) is comparable to the other works,
especially with MEMS and ferrites. However, the operating frequency of this filter is 2
to 3 times higher which makes this LC filter more promising. Compared to the other LC
filter, the combination of LC and SIW technology gives an improvement of the unloaded
Q-factor. While other planar topologies yield an unloaded Q-factor typically below 40,
a Q-factor above 100 is possible to achieve with SIW structure.
The electrically tunable LC-filled SIW filter is also presented in Table 4. The oper-
ating frequency is even higher (around 30 GHz) than the magnetically tuned filter. An
unloaded Q-factor in the range of 68–100 could still be achieved and it is still higher
than for MSL-based structures in this frequency range, for example in [YMS12]. The
insertion loss is also 1–2 dB lower. Although waveguide filters [FGPJ14] are expected to
have a better Q-factor, its size is a drawback when a compact and low-profile device is
needed.
In terms of tunability, tuning ranges of 610 MHz (3 %) and 700 MHz (2.5 %) are
achieved for the magnetically and electrically tuned filter, respectively. For the LTCC
filter, the results is narrower than [YMS12] due to the higher LTCC substrate permittiv-
ity. If the LC layer height (hLC) could be increased, the tuning range can be improved.
For example, the usage of hLC = 2 mm and hLC = 3 mm in an LC-based resonator can
increase the tuning range into 4.5 % and 5 %, respectively, according to CST simulation
results in Fig. 4.16.
‡ Filter order or pole number
§ Periodically Loaded Line
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Figure 4.16.: Simulation results of an LC-based resonator (see Fig. 4.4) with a thicker
LC layer, for example hLC = 2 mm and hLC = 3 mm.
4.3 liquid crystal based amplitude tuner
In this section, the LC-based amplitude tuner is proposed for the first time, operating at
30 GHz. A simple design is utilized for a demonstration purpose by using an interference
concept with the help of a tunable LC phase shifter. Theoretically, an unattenuated
signal or a the fully attenuated signal in the output can be achieved with the help of this
concept, which is explained in Subsection 4.3.1. Moreover, each signal attenuation in-
between can be adjusted continuously. From the general concept, the needed components
are analyzed and designed as shown in Subsection 4.3.2. Before fabricating the device,
the properties of the combined components are presented in Subsection 4.3.3. The
fabrication and measurements are discussed in Subsection 4.3.4 for both attenuation
and phase. Finally, the obtained results are compared with other devices with similar
functionality in Subsection 4.3.5.
4.3.1 Operational Principle
To change the amplitude of a signal, the concept of interference in the signal theory
can be employed. Let y1 and y2 be both time varying sinusoidal signals with the same
frequency (f), amplitude of A1 and A2, as well as phase of φ1 and φ2:
y1 = A1 cos (2pift+ φ1)
y2 = A2 cos (2pift+ φ2) .
(4.3.1)
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When both of the propagating signals are incident at a certain place, interference occurs.
The sum of the both signals is still a sinusoidal signal with the same frequency but
different amplitude (Atotal) and phase (φtotal):
ytotal = y1 + y2 = Atotal cos (2pift+ φtotal) . (4.3.2)
With the help of the phasor concept and trigonometric identities, the total amplitude





2 + 2A1A2 cos (φdiff)
φtotal = tan−1
(
A1 sin (φ1) +A2 sin (φ2)




where φdiff = φ2 − φ1 is the phase difference between y2 and y1. By varying φdiff, the
amplitude of the total signal can be controlled. For example, Atotal will be maximized
(Atotal = A1 + A2) when φdiff = 0◦. On the other hand, Atotal = 0 can be achieved
when destructive interference occurs (A1 = A2 and φdiff = 180◦). Therefore, continuous
tuning of φdiff between 0◦ and 180◦ yields a continuous amplitude variation between
A1 +A2 and 0.
Consequently, an amplitude tuner with an input signal of y(t) = A cos (2pift+ φ) can
be realized by splitting the input signal into two branches: a tunable phase shifter and
a fixed transmission line. The tunable phase shifter controls the phase difference φdiff
between both branches. The signals from both branches are combined again, yielding
an output signal described by Eq. 4.3.2–4.3.3. An equal power divider or combiner can
be employed for this purpose. In addition, DC-blocking structures are also needed to
prevent the flow of the biasing current from the tunable phase shifter to the VNA. The
main block diagram is shown in Fig. 4.17.
4.3.2 Concepts and Subcomponents of the Integrated Amplitude Tuner
The overall structure of the proposed amplitude tuner are depicted in Fig. 4.18. The main
subcomponents, which are the phase shifters, power divider/combiner and DC-blocking
structure, are realized in 9-layer LTCC technology. In addition to those subcomponents,
the feeding circuit is also designed. The design of each subcomponent will be discussed
in the following parts.
Tunable LC Phase Shifter and Fixed Line
With the tunable delay line principle (see Section 2.4), the tunable LC phase shifter
can be constructed. From Eq. 2.4.2, it is clear that differential phase constant ∆β
should be as large as possible to reduce the size of the phase shifter, i.e. the length
l for a certain value of differential phase shift ∆φ. Since the relative permittivity εr,⊥
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Figure 4.17.: The block diagram of the proposed amplitude tuner. Three main sub-
components are presented: tunable phase shifter/fixed line, power di-
vider/combiner and DC-blocking structure. The phase difference φdiff be-
tween the tunable phase shifter and the fixed line can be tuned continuously
between 0◦ and 180◦ in order to achieve an output signal with an amplitude
range from 0 to A. See the signal at each point for the details.
and εr,‖ of the LC are already known, the topology of the transmission line should be
chosen so, that most of the electric field stays inside the LC in order to make the tuning
more efficient. Compared to the well-known microstrip line (MSL) topology [WLJ02], a
stripline topology provides a better tuning efficiency [JSH+15]. This phase shifter has a
deembedded FoM of 20 ◦/dB at 30 GHz, with a response time up to 37 s. The analysis
of this stripline structure is carried out in Appendix B.
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Hybrid coupler†)
Tunable LC phase shifterFixed line: length lFix,
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Figure 4.18.: The overall structure of the amplitude tuner: tunable LC phase shifter,
fixed line, power divider/combiner (hybrid coupler) and DC-blocking struc-
ture. Nine layers of LTCC are used with a single layer thickness of
hLTCC = 107µm. The following dimensions are used for the phase shifter:
lTun = 38.3 mm, lFix = 48 mm, wTun = 260 µm and wFix = 150 µm. See
Fig. and Fig. 4.24 for the details of the hybrid coupler and DC-blocking
structure, respectively. Note: †)the hybrid couplers are used for power
divider and combiner, ‡) D1 means port D1.
Both extreme states of the stripline topology are simulated using a simulation tool
developed at the Institute of Microwave Engineering and Photonics, TU Darmstadt
[GGMJ08] and shown in Fig. 4.19. For perpendicular state, two pairs of biasing lines
made of resistive paste 2061 with a resistivity of 200 kΩ/ are employed with voltages
of ±V⊥ on the left and right side. A voltage of V‖ is applied in the top electrode of the
stripline phase shifter for the parallel orientation, while the bottom electrode and the
resistive lines are set to a voltage of 0 V.
The striplines are designed for an impedance of 50Ω with line widths of 260 µm for
the tunable branch and 150µm for the fixed branch. With the determined dimension,
the obtained phase constants for perpendicular and parallel case of the tunable phase
shifter are 1157 rad/m and 1239 rad/m or equivalent to effective relative permittivity in
the range of 3.39–3.88 . This range is around 7 % better than the tunable phase shifter
using MSL technology. For amplitude tuner application with 180◦ phase shift, the length
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Figure 4.19.: (a) Perpendicular and (b) parallel state of the LC inside the stripline phase
shifter. The orientation of the LC can be changed, for example by setting
the biasing voltage as followings: (a) V‖ = 0 V and V⊥ = 100 V for perpen-
dicular case, (b) V‖ = 80 V and V⊥ = 0 V for parallel case.
of the tunable stripline should be at least 38.3 mm according to Eq. 2.4.2. For the fixed
branch, the length of the phase shifter is designed so that the phase is equal to the phase
in the tunable branch when the LC is oriented perpendicularly. A length of 48 mm is
suitable for this design.
As shown in Fig. 4.18, the stripline structures are designed at the layer 4 and 5. The
LC filling channel is also designed, which has dimensions of 1.7 mm×1 mm×0.107 mm.
This channel is connected to the 0.5 mm filling hole. The biasing pads are also included
in the design, which connect the biasing lines with the voltage source. Note that since
the direct connection to the tunable phase shifter is impossible, the connection is made
through the fixed lines for the V‖ biasing pad. The fixed and tunable branches are
connected at the power divider/combiner subcomponent so that both branches have the
same potential. The CST simulation results of both phase shifters are shown in Fig. 4.20.
A differential phase shift of 180◦ is achieved with insertion loss less than 5.6 dB.
Power Divider and Combiner
A power divider is needed to separate a signal into the tunable and non-tunable branch,
and vice versa for the power combiner. A popular topology for this purpose is the
Wilkinson power divider [Poz11], which also could be used as power combiner. The
structure is depicted in Fig. 4.21a.
The signal from port P1 is split into two quarter wavelength (λ/4) branches. Accord-
ing to [Poz11], if the line impedance at each port is Z0, both branches should have an
impedance of
√
2Z0. To provide a perfect matching at the operating frequency, a resistor
with a value of 2Z0 should be attached between port 2 and 3. Using a microstrip line
topology, the following dimensions are obtained: line width wline = 100µm and branch
width wbranch = 20µm for Z0 of 50Ω. However, this design is not suitable since it is
difficult to fabricate (dimensions should be equal or larger than 100 µm).
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Figure 4.20.: Simulation results of the tunable phase shifter and fixed line: (a) trans-
mission coefficient |S| and (b) phase difference (φdiff) between tunable and
fixed branch. See Fig. 4.18 for the port definition.
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Figure 4.21.: Two possibilities for the power divider part: (a) Wilkinson power divider
and (b) hybrid coupler. Since the Wilkinson power divider is not suitable
for fabrication, the hybrid coupler is chosen with following dimensions:
wline = 100 µm and wbranch = 200 µm.
Another alternative to realize a power divider or combiner is the hybrid coupler [Poz11],
which is shown in Fig. 4.21b. Since the hybrid coupler has 4 inputs and only 3 of them are
needed, one input should be terminated by a matched load. The VNA can be employed
to provide the match termination. At the operating frequency, the line impedances of the
hybrid coupler should be Z0/
√
2 and Z0 (see Fig. 4.21b) [Poz11], resulting in following
dimensions: wline = 100 µm and wbranch = 200 µm.
The simulation results are shown in Fig. 4.22. Assuming the signal comes from port
H1, it will be divided equally into port H2 and H3. This is indicated by the equal
insertion loss of 3.6 dB around 30 GHz. For a lossless coupler, the ideal loss is 3 dB,
which indicates the half power of the input signal. Therefore, there is an additional loss
of 0.6 dB at the circuit. The magnitude of SH1,H1 and SH4,H1 are below −20 dB around
30 GHz, indicating a low input reflection and a good isolation.
The usage of the hybrid coupler as a power divider gives an additional phase difference
of 90◦ between the path H1-H2 and H1-H3 due to unequal path length. By using port 1
as the input and port 3 as the output of the whole amplitude tuner (see Fig. 4.18), the
additional phase difference from the power divider and combiner cancel out each other,
since a −90◦ phase shift difference is introduced at the power combiner.
DC-blocking Structure
A DC-blocking structure is included in the design and placed between the hybrid coupler
and the CPW contact pad. Since the probe is only suitable for a CPW structure, it is
used as the topology for the feeding lines. Therefore, this DC blocking structure should
also serve as a transition between the CPW and microstrip line. A solution can be
found in [ZM04], which uses a gap enabling electromagnetic coupling between both
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Figure 4.23.: The DC-blocking structure. The following dimensions are used:
wCPW = 150µm, wgap = 150µm, lTr = 1.21 mm, wTr = 0.96 mm and
wMS = 100 µm.
transmission line topology. In this case, the gap is made by a 107µm LTCC layer, which
is able to block the biasing current. The detailed structure can be found in Fig. 4.18 and
the simulation results are shown in Fig. 4.24. At 30 GHz, the reflection is lower than
−20 dB with 1 dB insertion loss, being acceptable for the amplitude tuner.
Feeding Circuit
Since the VNA will provide the matched termination, two additional ports are needed so
that the amplitude tuner will have 4 ports (2 input ports and 2 output ports). One pos-
sibility to feed the input and output signals is using 2 ports GSGSG probes (G=Ground,
S=Signal) from Cascade (see Fig. 4.25), which have a pitch of 500µm. Two GCPW lines
with a width and a gap of 400 µm and 200 µm, respectively, are used as contact pads for
the probes. Between the GCPW and the DC blocking structure, a quarter-wavelength
tapered transition is used for a lower reflection. Both the feeding structure and simula-
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Figure 4.24.: Simulation results of the DC-blocking structure. See Fig. 4.23 or Fig. 4.18
for the port definition.
tion results are presented in Fig. 4.26. The simulation gives a return loss of 20 dB with
0.9 dB of insertion loss.
4.3.3 Amplitude Tuner Response
The theoretical response of the amplitude tuner will be discussed first and then com-
pared with the simulation results from CST Microwave Studio. In order to calculate
the theoretical S-parameters of the amplitude tuner, the S-parameters of each compo-
nents is needed to be known. Due to the cascade configuration of the components, a
T-parameter concept for a 4-port device is developed first in Appendix C, which can be
easily obtained from the S-parameters. Hence, the T-parameter of the amplitude tuner
(TAS), which is a cascade arrangement of power divider with T-parameter of TPD, phase












Note that the port definition of the amplitude tuner and its subcomponents are described
in Fig. 4.18.
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GSGSG Probe
GCPW
1st port 2nd port
Figure 4.25.: GSGSG Probe connected to two GCPW transmission lines.


































Figure 4.26.: (a) Simulation model of the feeding line. (b) The corresponding simulation
results from a single GCPW line (port 1) to a single CPW line embedded
inside the LTCC (port 2).
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As already mentioned in Subsection 4.3.2, hybrid coupler structures are used as the




















0 j 1 0
j 0 0 1
1 0 0 j
0 1 j 0
 .
(4.3.5)
From Eq. 4.3.5, the arrangement of variable incident waves a and reflected waves b can
















j 0 1 0
0 −j 0 −1
1 0 j 0
0 −1 0 −j
 . (4.3.6)
Now, the T-parameter for the phase shifters should be determined. The relations

















0 e−γ1l1 0 0
e−γ1l1 0 0 0
0 0 0 e−γ2l2
0 0 e−γ2l2 0
 ,
(4.3.7)
where γi = αi + jβi is the propagation constant inside the tunable phase shifter (i = 1)
and fixed line (i = 2). li denotes the physical length of the corresponding transmission
line.






eγ1l1 0 0 0
0 e−γ1l1 0 0
0 0 eγ2l2 0
0 0 0 e−γ2l2
 . (4.3.8)
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0 e−γ1l1 − e−γ2l2
 .
(4.3.9)
From its T-parameters, the S-parameters for the amplitude tuner could be obtained
by rearranging Eq. C.0.30 in the form of Eq. C.0.28. The most interesting part to be





e−2α1l1 + e−2α2l2 + 2e−(α1l1+α2l2) cos (β1l1 − β2l2). (4.3.10)
This transmission coefficient is related to the attenuation of the amplitude tuner.
For a better understanding of the response, the ideal case, which assumes that all of
the phase shifters are lossless, is discussed first. Substituting α = 0 for a lossless case,
the Eq. 4.3.10 can be reduced into:
S31,AT =
√
0.5 (1+ cos (β1l1 − β2l2)). (4.3.11)
With the phase constant βi = 2pif
√
εr,i/c, f is the frequency, c is the speed of electro-
magnetic waves in vacuum and εr,i is the effective relative permittivity of each phase
shifter, Eq. 4.3.11 can be modified as:
S31,AT (f) =






By substituting the values of the physical lengths and relative permittivities (see Sub-
section 4.3.2), the plot of the transmission coefficient S31,AT as a function of frequency
can be generated, which is shown in Fig. 4.27. Periodic properties appear in Fig. 4.27
which represents the periodic nature of the tunable delay line utilized in the phase shifter
component. The transmission zeros appear at several frequencies, where the signal from
both phase shifter cancel each other. Meanwhile, the signals add each other at the other
frequencies, resulting in multiple maxima or peaks in the frequency response of the am-
plitude tuner. Increasing the LC permittivity inside the phase shifter by tuning yields
a displacement of the transmission zeros and peaks location, which are moving towards
the higher frequency due to the lower phase difference between both phase shifters.
The displacement of the frequency response is utilized to shift the amplitude or atten-
uate the signal by a certain value controlled by the LC tuning. This feature will be clear
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Figure 4.27.: Calculated response of an amplitude tuner.













Figure 4.28.: The relation between the relative permittivity of LC εr,LC and |S31| at
30 GHz.
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Figure 4.29.: Theoretical response of an amplitude tuner. Note: ⊥ = perpendicular, ‖
= parallel, C = calculation using Eq. 4.3.10 or Eq. 4.3.13, S = simulation
using CST Microwave Studio.
if the relation between the magnitude of the S31,AT and the relative permittivity of LC
εr,LC is plotted at the frequency of 30 GHz, as shown in Fig. 4.28. It is visible that this
device can continuously alter the amplitude of the input signal with attenuation from
0 dB to more than 40 dB, theoretically. The drawback of this device is the frequency de-
pendency of the magnitude of the S31,AT. However, the amplitude tuner is still suitable
for narrowband applications.
To find the real limitation of the amplitude tuner, the losses should be calculated. By
substituting the value of α and β for both LC and LTCC material to Eq. 4.3.10, the
curve of S31 can be plotted in Fig. 4.29a. The results show an insertion loss of 6.6 dB at
the peak. The loss and frequency dependency from the other subcomponents have not
been taken into account in Eq. 4.3.10. To inspect the overall component, simulations
using CST Microwave Studio are conducted using the structure depicted in Fig. 4.18
and the results are also depicted in Fig. 4.29a. At around 30 GHz, the simulation results
show a good agreement with the calculated results. The possible attenuation achieved
by this device is 9.5 dB to more than 20 dB, where its minimum attenuation is around
3 dB higher than the calculation result.
The high insertion loss is caused by the lossy materials, such as LC and the gold paste,
which is utilized to construct the amplitude tuner. The contribution of each material can
be analyzed with additional CST simulations. Fig. 4.30 shows that the usage of perfect
electric conductor (PEC) with lossy LC can improve the minimum insertion loss into
2 dB. On the other hand, a higher insertion loss is unavoidable (minimum attenuation of
8 dB) when the gold paste is used with lossless LC (LLC). Therefore, the metallization
is the main cause of the high insertion loss.
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Figure 4.30.: Additional simulations using perfect electric conductor (PEC) and lossless
LC (LLC). The insertion loss is mainly caused by the metallization, which
adds an unwanted insertion loss of 8 dB.
With the same way as the S31, the S21 can be calculated from the T-parameter, so





e−2α1l1 + e−2α2l2 − 2e−(α1l1+α2l2) cos (β1l1 − β2l2). (4.3.13)
The plot of this equation is depicted in Fig. 4.29b. The CST simulation is also performed
as a comparison and gives an attenuation range of around 8 dB to more than 20 dB. Note
that the S21 is the reverse of the S31 due to the energy conservation.
With the CST simulation, the reflection at each port can be investigated, as well as
the isolation between adjacent ports, which is shown in Fig. 4.31. For both extreme
states, the return loss at the operating frequency is around 15 dB. The isolations are
also 15 dB indicating a small leakage from an input port to its neighboring port.
4.3.4 Hardware Implementation and Measurement Results
The designed amplitude tuner is fabricated by BAM. The fabricated device is depicted
in Fig. 4.32. Three biasing pads can be seen in Fig. 4.32 which will be connected with
the voltage source during the measurement for biasing.
Fig. 4.33 shows the measurement setup used for the amplitude tuner. The device is
placed in a fixture and connected to the VNA through the GSGSG probe. All of the
biasing pads in Fig. 4.32 are connected to the voltage sources.
Before measuring the LC-filled device, an investigation of the empty structure is con-
ducted first to check the conformity of the fabricated structure. The measurement is
compared with a simulation, as shown in Fig. 4.34.
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Figure 4.31.: Reflection for (a) perpendicular and (b) parallel case, and also isolation (c)




Figure 4.32.: Fabricated amplitude tuner with biasing pads for perpendicular (V⊥) and
parallel (V‖) biasing.
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Figure 4.33.: Measurement setup for the amplitude tuner. The blue biasing cables are
for V⊥ and the red one is for V‖.
The simulation and measurement results depicted in Fig. 4.34 show similarity for the
reflection measurement (S11). The S21 also shows a similarity up to 30 GHz. For S31
and S41, the results are quite different for the frequency range around 25–35 GHz. This
is possibly due to the imperfect GSGSG probe contact, which cause the signal flows to
port 4 instead of port 3. Therefore, the peak of S31 around 30 GHz (Fig. 4.34c) is lower
compared to the simulation.
After performing the empty measurement, the amplitude tuner is filled with LC in
the vacuum chamber so that the LC-filled device can be measured. The measurement
result is presented in Fig. 4.35. Good results are obtained in the measurement results
of S31 (Fig. 4.35c). When biasing voltages of ±100 V are applied on the left and right
side of the tunable phase shifter, the attenuation from S31 is minimum, 11 dB at 30 GHz.
These perpendicular voltages are tuned to 0 V while the parallel voltage is applied on
the top metallization of phase shifter, creating an external electric field parallel to the
RF field. The LC director will align in the parallel direction and the maximum obtained
attenuation is 30 dB for a parallel voltage of 80 V. Therefore, the amplitude tuner gives
a continuous amplitude tuning range of 19 dB. Please note that the DC ground should
be connected to the RF ground to obtain the correct measurement results.
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Figure 4.34.: S-parameter measurement results for the fabricated amplitude tuner with-
out LC (empty): (a) S11, (b) S21, (c) S31 and (d) S41. Note: S = Simulation,
M = Measurement.
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Figure 4.35.: S-parameter measurement results for the LC-filled amplitude tuner: (a)
S11, (b) S21, (c) S31 and (d) S41. Note: ⊥ = perpendicular state, ‖ =
parallel state.
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Figure 4.36.: Relation between attenuation S31 and phase deviation of the phase shifter
inside the amplitude tuner.
Phase of the Amplitude Tuner
An ideal amplitude tuner or variable attenuator, for an application such as antenna array
in radar system [Par72] or gain control [Stu06], should have a minimum phase variation.
For our amplitude tuner, this means the variation of the phase term ∠S31 should be as
small as possible. The values of ∠S31 can be obtained using the circuit analysis explained
in Subsection 4.3.3.




e−α1l1 cos (β1l1) + e−α2l2 cos (β2l2)
e−α1l1 sin (β1l1) + e−α2l2 sin (β2l2)
)
. (4.3.14)






2 + n31pi. (4.3.15)
where n31 is an integer, which is appeared due to the inverse tangent function.
The phase shift variation caused by the amplitude tuner (relative to the perpendicular
state), is plotted in Fig. 4.36 for both ideal and lossy case. The CST simulation results
are also plotted as well. The CST result is different from the calculated result but more
accurate, since all of the transitions are taken into account, as well as the real properties
of the hybrid coupler. Nevertheless, the tendency of the curves are the same.
From Fig. 4.36, it is revealed that the phase shift is different for each state of atten-
uation, which is related to the tunable permittivity of LC. To overcome this unwanted
phase shift, an additional phase shifter can be placed after the output of the amplitude
tuner. In antenna arrays for example, this phase shifter could be merged into the tun-
able phase shifter which controls the beam direction. The required additional differential
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Figure 4.37.: Relation between the attenuation and phase shift of the amplitude tuner.
phase shift of this phase shifter due to the amplitude tuner is related to the maximum
phase deviation caused by the amplitude tuner. According to Eq. 4.3.15, the maximum
phase deviation for the lossless case is:
∆ (∠S31) =
∣∣∣∠S31,‖ −∠S31,⊥∣∣∣ = β1,‖l1 − β1,⊥l12 = 90◦ (4.3.16)
The value 90◦ comes from the designed differential phase shift of the LC phase shifter
(which is 180◦, see Subsection 4.3.2). When the loss is taken into account, the maximum
phase shift difference deviates up to 180◦ from the lossless case, as shown in Fig. 4.36.
However, we can limit the attenuation value to get the lower phase difference.
The measurement results are plotted in Fig. 4.37, which shows a maximum phase
deviation of 94◦ from the perpendicular state. This result shows an agreement with the
CST simulation result, which give a maximum deviation of 96◦.
4.3.5 Comparison of Amplitude Tuner
In this section, the proposed amplitude tuner is compared with other similar devices,
which feature amplitude tuning properties. The comparison is summarized in Table 5.
As can be seen from Table 5, various technologies are utilized to realize amplitude
tuners. Most of them are using semiconductor solutions to tune the amplitude, which
work at frequencies lower than 12 GHz. The insertion loss in this work is 11 dB. This
insertion loss is mostly caused by the metallization (see Subection 4.3.3). However, the
operating frequency of this amplitude tuner is 30 GHz which is above the other variable
attenuators. In addition, the proposed component is completely space qualified, giving
a major advantage compared to the existing technologies.
Some improvements can be made in the future, for example miniaturization of the
device. The device along with the tuning system is still smaller than the mechanically
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PIN Diode [Wal94] 2.5-5.3 12 2.5-15
Varactor [TW02] 3-4 N.A. 2.2-17
HFET [SZ05] 3-3.4 N.A. 6-30
CMOS [KH10] 8-12 10 8-35
Varactor [BG12] 2.3-2.7 10 1.6-36
Mechanical/piezoactuator [LLP+16] 3.0-3.6 4 5-40
LC, this work ∼30 6 11-30
tuned amplitude tuner, for example in [LLP+16]. Moreover, the use of meandered phase




C O N C L U S I O N A N D O U T L O O K
Two reconfigurable microwave devices based on LC, which are the bandpass filter and
amplitude tuner, have been developed in this work. The devices are fabricated by using
printed circuit board (PCB) and low temperature co-fired ceramic (LTCC) technology.
For the bandpass filter, the substrate integrated waveguide (SIW) structure is utilized
because it has low losses and potential for low cost fabrication. There are two main parts
of the filter development: the filter structure itself and the biasing structure. The PCB
technology is utilized for the basic investigations due to its fabrication simplicity. These
investigations are performed with the help of magnetic tuning, which is possible for LC-
based devices and quite practical for lab-scale demonstrator. To begin the verification
of the proposed filter, a single resonator, which is a simple one-pole filter, has been
designed, fabricated and measured. The simplest form of resonator, TE101 rectangular
cavity, has been employed. A rectangular hole is formed in the center of the resonator
and later filled with LC. To seal the LC material, two copper plate are glued on the
top and bottom of the LC cavity. The structure itself is made of PCB Rogers RT5880
with LPKF ProConduct Paste as the via filling material. After the completion of the
fabrication process, the structure is measured with the help of two magnets, producing
magnetic field to align the LC directors into perpendicular or parallel state. According
to the measurement results, a tunable resonator with unloaded Q-factor of 102–105.6
and tuning range of 412 MHz is achieved for an operating frequency at around 22 GHz.
After a successfull one-pole filter demonstration, the resonators are cascaded to obtain
a higher order filter. A higher order filter has the advantage of better rejection in
the stopband region of the filter. In this work, a 3-pole filter has been achieved by
cascading three LC-based resonators, which are previously investigated. Each resonator
is connected by coupling structures, for example by inductive irises. By calculating the
respective coupling coefficient, the dimensions of the filter are obtained. The filter itself
is designed for an operating frequency at around 22 GHz and bandwidth of 600 MHz.
With the same fabrication and measurement process as the single resonator, a filter with
a center frequency of 21.45–22.06 GHz is yielded with the insertion loss of 6 dB. The
fractional bandwidth variation is 2.81–3.54 %.
Since magnetic alignment device requires a lot of space, electric biasing system is
designed for LC-filled SIW bandpass filter. For the PCB technology, the glass structures,
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in which the metallizations for the structure itself and the biasing lines are formed, can be
used. As a separator between both metallizations, a thin layer of silicon nitride (Si3N4)
is used, which has an excellent breakdown voltage of 600 V/µm. A simple demonstrator,
which utilizes a tunable delay line structure, is fabricated and give following results: FoM
of 32 ◦/dB and tuning time of 5 s. However, the integration between the device itself
and the biasing structure can be difficult due to the surface roughness of the device.
Therefore, another technology, which is LTCC, might answers the problem since the
biasing structure and the device are fabricated in the same process.
The LTCC-based LC-filled SIW filter has been demonstrated in Chapter 4 as a part
of the Liquida K Project, which is a cooperation between the Institute of Microwave
Engineering and Photonics of TU Darmstadt with the German Aerospace Center (DLR),
the Federal Institute for Materials Research and Testing (BAM) and IMST GmbH. Since
the goal of this project is to make microwave devices for 30 GHz, a filter operating at that
frequency is designed with a bandwidth of 3 GHz. As a substrate, Green Tape DuPont
9K7 is used with gold paste as metallization. The biasing line is made of resistive Paste
2061 with resistivity of 200 kΩ/. GT3-23001 from Merck AG is used for the LC.
The LTCC fabrication process is done by BAM. Same as before, a single resonator is
fabricated to test the Q-factor of the structure. A resonator with unloaded Q-factor in
the range of 68–100 is obtained with a tuning range of 840 MHz (30.16–31 GHz). With
fully electrical biasing method, excellent response times are also obtained, which are
faster than 2 s. Later, a 3-pole filter has also been fabricated and following results are
achieved: operating frequency of 29.4–30.1 GHz, fractional bandwidth of 11.2–11.6 % and
insertion loss 2–4 dB. Compared with the other SIW filters in literatures, its unloaded
Q-factor is comparable, despite the proposed filter itself works in a higher frequency
band. The obtained Q-factor is also higher than the existing LC-based planar filter.
In this work, fundamental structures have been commenced, leaving some room for
improvements on the LC-filled SIW filter, for example by using cross-coupling structures.
This coupling structure enables us to obtain some transmission zeros resulting in a
sharper passband-stopband transition [Hon11]. The advantage of such a filter compared
to the high order filter lies in the lower insertion loss. Moreover, miniaturization of the
filter, for instance by using dual mode resonator, is another interesting point aspect for
future investigations.
The second tunable device, which is the amplitude tuner, has also been demonstrated
in Chapter 4. This device has been fabricated with the same technology as the electrically
tunable LC-filled SIW filter. The amplitude tuner is based on the interference concept:
an input signal is separated into two branches and combined again together at the
output port. Before combined together, the signals propagate in two different phase
shifter: fixed and tunable. LC is used to construct the tunable phase shifter. When
both phase shifters give the same phase shift, the output signal will have a maximum
amplitude, since both branch signals add each other. On the other hand, the output
amplitude will be minimized when both phase shifters have a 180◦ difference. Therefore,
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several subcomponents have been designed, such as the phase shifters, power divider and
combiner, as well as the DC-blocking structure to prevent the flowing biasing current.
The following structures are used for the phase shifters, power divider/combiner and DC-
blocking structure, respectively: striplines, hybrid coupler and electromagnetic coupling
structure. Then, a 30 GHz amplitude tuner has been fabricated and measured, showing
an attenuation range of 11–30 dB. However, a phase variation up to 94◦ ocurred, yet, this
problem is solved when this amplitude tuner is cascaded with a phase shifter as in the
antenna beamforming circuit [Bal12] or clutter canceller system [CKL+12]. Although
the initial 11 dB insertion loss is quite high, the amplitude tuner operates at higher
frequency than many other similar components known from literatures. For instance,
the device in [KH10] gives an insertion loss of 8 dB at 8 GHz. In addition, the proposed
LTCC-based amplitude tuner, as well as the filter, is suitable for space applications,
which is an improvement compared to other technologies. Since the amplitude tuner
is quite large (length around 7 cm), further miniaturization is desired, for example by
using meandered phase shifter or periodically loaded structure.
Due to their ability to operate at higher frequency, the LC-based devices are promising
to be developed beyond the operating frequency in this work, for example, in future
60 GHz systems [KYO+13]. These tunable devices will add functionality and flexibility
of these systems.
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A
P H O T O L I T H O G R A P H Y FA B R I C AT I O N P RO C E S S
PA R A M E T E R S
The following parameters are used to develop the biasing structure in Chapter 3.
Metallic Layer
Chromium (Cr) : 20 nm
Gold (Au) : 60 nm
Spin Coating
Photoresist : AZ 4533
Speed : 4000 rpm
Duration : 40 s
Pre-exposure Bake
Temperature : 90 ◦C
Duration : 3 min.
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photolithography fabrication process parameters
UV light Exposure
Duration : 35 s
Photoresist Development
Developer : AZ400K 1:4
Duration : 35 s
Etching
Duration : 9 s (Au) and 11 s (Cr)
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B
A N A LY S I S O F A N L C - F I L L E D S T R I P L I N E
The term stripline used in this work refers to a pair of parallel strips with the same
width separated by dielectric material. In this case, the LC fills the gap between those
strips and the structure is embedded inside the LTCC structure, as shown in Fig. B.1.
The important property will be examined is the dependency between the relative
permittivity of LC εr,LC, which is tunable, to the effective relative permittivity of the
structure εr. One of the analytical method can be utilized is the moving perfect electric
wall (MPEW) [Sva06]. The idea is to introduce a perfect electric wall inside the stripline
structure which divides the stripline structure into two microstrip lines (MSL) as shown
in Fig. B.1. For a symmetric stripline like in our case, the model can be simplified
so that the electric wall is placed in the center of the structure (h1 = h2 = h/2 for
w1 = w2 = w). Therefore, the MPEW analysis equations in [Sva06] can be reduced into:
εr,S = εr,MSL2, (B.0.17)
where εr,S and εr,MSL2 denote the effective permittivity of the stripline structure and
the effective permittivity of its equivalent MSL structure (with the height of LC layer of
h/2), respectively.
The result presented in Eq. B.0.17 is interesting since the effective relative permittivity
of the stripline structure is equal to the MSL model, which its height is half of the










Figure B.1.: The moving perfect electric wall method for stripline analysis. A perfect
electric wall (PEW) is inserted in the middle of the structure creating two
MSL with height of h1 and h2.
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analysis of an lc-filled stripline
MSL with a height of h cause the electric field concentrates more on the LC part, which
makes the tuning more efficient. Moreover, the real height is still h which give this
stripline structure an advantage in term of metallic losses compared to an MSL structure
with a height of h/2.
The next step to be done is to find the effect of the LC and LTCC permittivity to
the overall effective permittivity. Using the conformal mapping method (CMM) [Sva92],
which is already applied for the LC-based MSL structure [KSF+11], the effective permit-
tivity can be calculated as the followings for w/hLC ≥ 1:
εr,S = εr,MSL2 = εr,LC · q1 + εr,LTCC ·
(1− q1)2









































































Remember that hLC = h/2 in this case (see Fig. B.1).
For a clear overview, the effective relative permittivity of the stripline is plotted versus
the relative permittivity of LC, as exhibited in Fig. B.2. The obtained dimensions from
Subsection 4.3.2 are used. As a comparison, simulations using CST Microwave Studio
are also performed and give difference less than 3.9 % which is quite accurate.
For tunability comparison, an MSL structure with hLC = h is also simulated and
depicted in Fig. B.3. From this result, the tunability of the stripline structure is 9.7 %
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Figure B.2.: The relation between the permittivity of LC (εr,LC) and effective permitti-
tivty of the stripline structure (εr,S).











Figure B.3.: Comparation of the effective permittitivty (εr,eff) of stripline and MSL struc-
ture.
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analysis of an lc-filled stripline
where ητ is the tuning efficiency, ∆εr,eff is the difference of the effective relative permit-
tivity of the structure and ∆εr,LC is the difference of the relative permittivity of the LC.
The higher values of the εr,MSL indicate the larger influence of the LTCC material which
has larger permittivity than LC. Since it is a non-tunable material, the tuning efficiency
is reduced. This result is also confirmed by our in-house simulation tool [GGMJ08] which
indicates the tuning efficiency is 8.2 % better with stripline topology.
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C
M O D I F I E D T - PA R A M E T E R FO R C A S C A D E D 4 - P O RT
C O M P O N E N T S
When a microwave component is cascaded with another component, it is convenient to
use the transfer scattering parameter or T-parameter. It could be modified from the
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where [a] and [b] are the incident and reflected waves matrices, which its contents rep-
resent the wave at the first until the N -th port. [S] is the S-parameter matrix which
size is N ×N . T-parameter could be defined by changing the position of the elements
in [a] and [b]. For example, the corresponding T-parameter for a two-ports network (see













In Eq. C.0.25, the element of [a] and [b] which belong to the first port are arranged
together in the left side of the equation. The elements of the second port are grouped on
the right side of the equation. Note that the reflected wave of the second port b2 is placed
as the first element of matrix unlike the matrix for the first port. This is useful for a
cascade configuration. Suppose we have two microwave devices A and B (see Fig. C.1b)
with S-parameters of [SA] and [SB ]. The T-parameters for both device are [SA] and
























Since the reflected wave b2A serves as the incident wave for device B a1B (or b2A = a1B)
and vice versa (a2A = b1B), the cascaded T-parameter ([Tcas]) can be calculated by using
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Similar to Eq. C.0.29, the T-parameter of cascaded devices can be calculated by multi-
plying the T-parameter of each device.
108























































Port 1 Port 2 Port 1 Port 2
Port 4 Port 3 Port 4 Port 3
(c)
Figure C.1.: (a) Incident wave an and reflected wave bn at the n-th port. (b) Two cas-
caded microwave devices with S-parameter of [SA] and [SB ]. (c) Cascaded
four-ports networks.
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L I S T O F A B B R E V I AT I O N S
BAM Bundesanstalt fu¨r Materialforschung und -pru¨fung (Federal Institute
for Materials Research and Testing)
BST Barium strontium titanate
CPW Coplanar waveguide
CST Computer Simulation Technology
DC Direct current
DLR Deutschen Zentrums fu¨r Luft- und Raumfahrt (German Aerospace Center)
FBW Fractional bandwidth
FET Field-effect transistors
FoM Figure of merit




LCD Liquid crystal display
LLC Lossless liquid crystal
LTCC Low temperature co-fired ceramic
MEMS Microelectromechanical systems
MSL Microstrip line
PCB Printed circuit board
PEC Perfect electric conductor
PECVD Plasma-enhanced chemical vapor deposition
Q-factor Quality factor
RF Radio frequency





VNA Vector network analyzer
YIG Yttrium-iron-garnet
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L I S T O F S Y M B O L S
a Physical width of a substrate integrated waveguide structure
aeff Effective width of a substrate integrated waveguide structure
ai Width of an iris structure
aLC Width of the liquid crystal cavity inside a resonator
Bw Bandwidth
β Phase constant of a transmission line
χe Electric susceptibility
χm Magnetic susceptibility
dvia Diameter of metallic via for a substrate integrated waveguide structure
∆φ Differential phase shift of a tunable delay line
~E Electric field
ε0 Vacuum permittivity
εr Relative permittivity of a material
εr,eff Effective relative permittivity
εr,‖ Relative permittivity of liquid crystal in parallel state
εr,⊥ Relative permittivity of liquid crystal in perpendicular state
f0 Resonant frequency of a resonator
FBW Fractional bandwidth
FoM Figure of Merit for a tunable delay line
gi i-th element value of a lowpass prototype
~H Magnetic field
hLC Height of a liquid crystal layer
IL Insertion loss
K Characteristic impedance of an inverter
k Coupling coefficient between two resonators
lres Length of a resonator
µ0 Vacuum permeability
µr Relative permeability of a material
~n Director of liquid crystal
~P Electric polarization
pvia Pitch between adjacent vias for a substrate integrated waveguide structure
φdiff The phase difference between branches in an amplitude tuner
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list of symbols
Q Quality factor of a resonator
Qe External quality factor of a resonator
QL Loaded quality factor of a resonator
Qu Unloaded quality factor of a resonator
S Order parameter of liquid crystal
σ Material conductivity
tan δ Loss tangent of a material
tan δ‖ Loss tangent of liquid crystal in parallel state
tan δ⊥ Loss tangent of liquid crystal in perpendicular state
Tc Clearing point of liquid crystal
tfall the required time to tune from 90% to 10% of the maximum differential
phase shift
Tm Melting point of liquid crystal
trise the required time to tune from 10% to 90% of the maximum differential
phase shift
τres Tunability of a resonator
V0 Fixed voltage in a fully electric biasing scheme of liquid crystal
Vb Tunable voltage in a fully electric biasing scheme of liquid crystal
V‖ Tunable voltage to control the parallel state of the liquid crystal in a
stripline phase shifter
V⊥ Tunable voltage to control the perpendicular state of the liquid crystal in a
stripline phase shifter
xi Reactance slope parameter for i-th resonator
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